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1 Overview

Unified Management System (UMS), developed by New Rock Technology, Inc., is used to manage and
control New Rock OM series IP-PBX and MX series voice gateway devices remotely. By using UMS, you
can now seamlessly manage a large number of devices, obtain real-time devices’ status information,
configure or upgrade devices in batch to improve the management efficiency and reducing support costs.

1.1 Key features

Browser-based access to the Web GUI, no need to install a client software

Remote configuration and management for devices in batch

Auto provisioning configuration packages to devices

Automatically back up parameters, configurations, and log files for devices

Upgrade devices easily: upgrade manually, upgrade automatically, or upgrade at a preset time
Multi-level management: multi-level account with different permission for device amount and
operation for a device

Security event notifications are sent immediately to preset Emails, Mobile phones, and WeChat
accounts

Applicable to either a dedicated network or public network

1.2Manageable device models

UMS can manage these models:
Voice gateway: HX4Ga MX8Ga MX60Ea MX120Ga MX100G-Sa HX4Ea MX8Aa MX60a MX100G
IP-PBX: OM20Ga OM50Ga OM80Ea OM200Ga OM500a OM20a OM50
NRP1202a NRP2002/Pa NRP2013/P

The devices should meet the requirements shown in the following table:

Components Lowest version
cloud_basic 1.0.38

boa 2.4.58

autoupd 3.0.160

To make sure a device meets the requirements referred above, please do as follows:

1. Log on to the device’s Web GUI.

2.0penthepageofht t ps: / /addedvriecsesé/sc| oud/ cl oud. ht ml
3. Upgrade the cloud_basic component to the version 1.0.38 or later.
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1.3 Typical application scenario

UMS

Internet/
Dedicated network

OM and MX

Document Ye&r si on Copyri ®#dtktw Rock Technol ogi es, Il nc 4
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2 Install UMS server

The UMS server installation package will be provided to you after purchasing. It should be installed on a
CentOS 64bit Linux operating system.

The installation package for the first installation is named as “ums_vx.x.x.tar.gz”, and that for upgrading
is named as “umsUpgrade_vx.x.x.tar.gz”, where x.x.x indicates the version number.

2.1 Environment requirements for installation

Recommended configurations for hardware

CPU: Intel® Xeon® Processors, four cores, 2.5GHZ or higher clock speed
RAM: 8GB or more
Hard disk drive: 500GB or more

Running environment

Operating system: CentOS Linux 7.x 64 bit
Make sure the UMS server can access the Internet, because some system softwares need to be installed
through Internet.

2.2Installation process

1. Upload the installation package to the Linux server and run the following command to extract the
package.

tar -zxf ums_vx.x.x.tar.gz

Open the file folder after the package is extracted.

Run the following command to install.

sudo ./install.sh -i eth0 --show —-domain=www.yourdomain.com

Where “-i” is the UMS server’s network port (such as eth0), whose IP address is the adderss to access
the UMS.

“--show” means to print the installation process messages on the screen

“--domain” is followed by the domain name of the UMS to be accessed, if there is no domain name,
enter the IP address

4. After the installation is completed, reboot the server or wuse the command
lusr/local/lums/umsservice.sh start to start the UMS.

Document Ye&r si on Copyri ®#dtktw Rock Technol ogi es, I nc 5
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2.3Manage UMS service and upgrade UMS

Management

To stop UMS service, run the command:
lusr/local/lums/umsservice.sh stop
To start UMS, run the command:
lusr/local/lums/umsservice.sh start

Upgrading

See Upgrade.

2.4Replacement of UMS certificate

1. Perform the following steps

in the directory

amd [ cw, nck -sqgp-j ma_j -

%))

%))

amd [ cw, nck -sqgp-j ma_j -

amd acpr, nck -sqgp-j ma_jJ

amd acpr, nck -sqgp-j ma_jJ

amd [ cw, nck -sqgp-j ma_j -

%))

amd acpr,nck -sqgp-jma_j-skqg-skqg-am

kqg-skqg-aml

amd acpr,nck -sqgp-jma_jJ-skqg-skqgk_g

kqg-skqgk_ gl

skqg-korr -k

skqg-korr -k

kqg-korr-km

2. Reboot UMS after replacement

2.5Cloud account

wher e

Navigate to System Settings > Cloud Account to set up a cloud account, and the cloud platform devices

can be synchronized and imported to the webmaster for management via your cloud account.

Document Ye&r si on Copyri ?fNetw Rock

Technol ogi es,

n



UMS

Uni fied Manageidertr $Swustdem Il nstal
- Jay & sysadmin &
LeJ
System settings - Cloud account
RS — SRR
Unified Management System The cloud accounts help to import the devices exist on the Cloud Server to the UMS. New
Cloud Account Domain Alias Time for sync Total devices Device sync Edit Delete

No Data

System settings

2.6 Security settings

When UMS server is deployed in public network, the following security settings is required to avoid the

network attacks.
Turn off all unnecessary applications or services

B

B

SSH service.

8883) and SSH service.
Deny receiving ICMP packets to avoid Ping of Death.

Document Ye&r si on Copyri ?fNetw Rock

Modify the port 22 of SSH service to another port and add firewall rules for IP address to access the

Add firewall rules to deny all ports and protocols except for the necessary port for UMS service (443,

Technol ogi es, Il nc 7
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3 Loginto UMS

On any computer connected with the UMS server, enter the UMS IP address or domain name (with the
port number 443) in the browser to log in to UMS.

Default administrator: sysadmin

Default password: admin@123

UMS
English
m sysadmin x
&gtﬁ_émigﬁ eeccccsse ﬁ
Unified Management System Rememberme

New Rock Technologies, Inc. 2017. All rights reserved UMS Version 1.1.2
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4 Manage devices

4.1Create domains and device groups

Allocating New Rock devices into multiple domains and groups allows administrator (and other types of
users) to manage and control devices more effectively.

Domain defines the root directory of a device in Device > Device list page. A domain is a collection of

devices which contains many device groups, and a device group contains multiple sub-groups.

In short, you can create multiple device groups under one domain.

UMS has a default domain which contains those devices that do not specify specific ownership.

Add a new domain

1. Go to System settings > Domains, click New to create and fill in domain information.

o & sysadmin ey

System settings Domain

Domain defines the root directory of a device in 'Device' = 'Device list' page. A device belongs to only a domain. | Mew |

1D Domain Edit Delete

66 newrocktech 4 i |

Add a new device group

1. Go to Manage > Device groups, click + to create a device group.

Document Ye&r si on Copyri ®#dtktw Rock Technol ogi es, I nc 9
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) & sysadmin =8

Manage - Device group

O newrocktech (0) +

[ Default (0) -=

O nNew devices

4.2  Add devices

To allow the UMS to manage a device, you need to add the device to the UMS.
There are three methods to add a device to UMS.
If the device meets the requirements listed in Section 1.2, two methods are applicable:
Method 1: Add the device through auto discovery by UMS
Method 2: Add the device by using New Rock cloud plaform through your cloud account
If the device does not meet the requirements listed in Section 1.2, only one method is applicable:
Method 3: Manually add the devices one by one to UMS.
Attention: in common, this method is not recommended to use, because UMS do not provide full
management to the devices added through this method.

Add devices by auto-discovery

This method requires that the devices can access UMS, and is applicable to the scenario that the devices
and UMS are deployed in the same dedicated network.

You need to preset all devices to be added as follows.

1. Log in to the Web GUI of the device.

2. Open the page of https://device’s-IP-address/cloud/cloud.html.

3. Choose UMS for Cloud service. Enter the IP address or domain name of UMS server, with the
port number 8883.

4, Click Save. Then this device can be discovered by UMS.

Document Ye&r si on Copyri ®#dtktw Rock Technol ogi es, I nc 10
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« C @ @ #. https://192.168.130.38/cloud/cloud.html - O % \i

Back

Cloud service

Cloud service OEnable Obisable ®ums
Status Connected successfully
UMS server 192.168.130.80:8883
Save
5. Log in to UMS, you may see the devices added by auto-discovery on Device > Device list page.

L & sysadmin

Device - Device list

All devices Search n New Export Import Group Refresh
3 newrocktech (0)
Meodel Status Addres
[ Default (1) Name MAC Group . Edit Delete
o )
New devices (0) OmMs0 EUUEAQSDUFd oms0 Online Default 4 o
Indicates this device is added by auto discovery
Total 1 = 10 /page
6. Click a specific device name, and input the password to log in to the device’s Web GUI, now, the

UMS has the permission to manage the device.

Document Ye&r si on Copyri ®#dtktw Rock Technol ogi es, I nc 11



Uni fied Manageidertr $Swustdem Manage devices

Please enter the device information

“MName | OM30

* MAC

Access url

Password S0 0 8080088 RRR SRR SRR AR R R R RS R R R R R RS R R R R e RReee

Confirm S22 99 00000 RRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRRR

password
Group [0 newrocktech (0)
[ Default (1)
[0 New devices (0)
Address
Contact

Close

Note: If you did not input the password for the device, the UMS will use a default password to attempt to
log in to the device. You can preset the default password by clicking the symbol ¥ at the upper right
corner. The default password avoids that you input the password one by one when you add numerous
devices with the same password.

Document Ye&r si on Copyri ®#dtktw Rock Technol ogi es, I nc 12



Uni fied Manageidertr $Swustdem Manage devices

n & sysadmin i

Device - Device list

All devices B Mew Export

O newrockiech (0)

Events settings

Model Status Addres
[ Default (1} Name MAG Group

£ New devices (0) = oms0 000EA93DOF4F ons0 Online Default

Mail server settings

Total 1 Address

mail.example.com:25

Account
test@example.com

Password

Phone server settings

Line type

api password

Set device default
password

Password

Add devices by a New Rock Cloud Account ID

If the devices had been managed by New Rock Cloud, you can import all these devices to UMS by a
New Rock Cloud Acoount ID.

This method requires all the devices and UMS can access Internet.

The process is as follows:

1. Log in to New Rock Cloud website https://i.newrocktech.com.

2. Click the symbol B3 on the upper right corner.

Document Ye&r si on Copyri ®#dtktw Rock Technol ogi es, I nc 13
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RETEE(3839953797) ~

Home

- *
) -
E—
My devices Remote Web Notification Statistics Alarm
access

3. Click Access Token > Create an access token.

Home

Settings | created
I Access token
Create an access token
Device activation code
Authorization management ‘ List of access tokens | created

4. Input token information:

Authorized user account: Input the current logged-in New Rock Cloud ID.

Token permission: Tick all the functions you want to authorize to this access token.
Then Click OK.

Document Ye&r si on Copyri ®#dtktw Rock Technol ogi es, Il nc 14
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Settings Create an access token

I Access token Title

Please describe your access token here for better management.
Device activation code

mitest
Authorization management

Authorized user account

Please enter New Rock id or email address authorized to use the access token

3839953797

Token permission

User card information (D [JUser's email address (1) [JUser's mobile phone number (D)
Maodify user card information () [J Manage security group (D O Device access @
Device information (0 Device connection @ O Advanced user permission @

[J Advanced device permission ®

Device selection

® Al O Specify the MAC address of the device.

5. Click Access token>| obtained > Copy to copy the access token.

Settings | obtained

I Access token

. R List of access tokens obtained
Device activation code

mitest From38399537... User permission @  Device permission 6]
Authorization management

ZTAON2U4OTEL.DY2YyQ0ZjYSLWI4NjItNJEZN2ZmMjZiMWUy

6. Now please log in to UMS, go to System settings > Cloud account page, and click New.

System settings Cloud account

The cloud accounts help to import the devices exist on the New Rock Cloud to the UMS.

Cloud Account Domain Alias Time for sync Total devices Device sync Edit

No Data

7. Input the New Rock Cloud Account ID and paste the access token, then click Save.

Delete
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Manage devi

Please enter your cloud account information

*Cloud | 3839953797
Account

Domain newrocktech

* Token 008808 RERRRERRRRRRRRR RN RN RRRRRRRe &

Alias

Close

8. Click the symbol of Device sync to add all the devices to UMS. All the added devices belong to the

default device group of the specific domain.

Lo
T

System settings - Cloud account

RS —EIERIR
Unified Management System The cloud accounts help to import the devices exist on the New Rock Cloud to the UMS

Cloud Account Domain Alias Time for sync Total devices

Unsyncnromzen
3830953707 newrocktech 0
(0/0)

Device sync

]

Edit

L & sysadmin @ 3

Delete

L]

9. You can view the added devices on Device > Device list page. All the devices are marked with a

symbol “ .

Document Ye&r si on Copyri ®#dtktw Rock Technol ogi es, I nc 16
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L & sysadmin %
Device - Device list
All devices n MNew Export Import Group Refresh
[3 newrocktech (5
®) Model Status Addres
[ Default (5) Name MAC Group . Edit Delete
[ Default (0 [ new § 000EAS25020 MX120
@) - MX12003 0 o Offline Default @ o
3 New devices (5)
\ppav:om 000EA965888
- o 2 OM500 nline Default F.4 i)
0
OM50(rt 000EA93D172 : .
- pfAEENN ’ OMS0 nline Default 4 i}
e)
SRR 0D0EAS3DES5S
- FEATI om0 nline Default @ o
e 3
0DD0EAS3A10D
- MXE o MX8G Default & |1}
Total 5 10 /page n

Click a specific device name, and input the password for logging in to the device’s Web GUI, now,
the UMS has the permission to manage the device. If you keep the password empty, the UMS will
use the default password. If the password is incorrect, the UMS is not allowed to manage the device.
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Please enter the device information

“Name | MX8G

*MAC

Access url

Password NSNS RN NN E NN N NN RN RN RN N RN e RN RENeeRNee

Confirm ‘ SRS RRRRRRRRRRRRRERRRR RN RN RRERRRNR RN NN NNRNNNENNNRRORN

password
Group [0 newrocktech (5)
3 Default (5)
[0 Default (0)
[ New devices (4)
Address
Contact
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Add devices manually

When the device version does not meet the requirements listed in Section 1.2, you have to add the device
manually. This method only requires the UMS server can access the device.

But UMS does not have full control to these devices, so this method is not recommended to use.

Do as the follows to implement this method.

1. Go to Device > Device list, and click New on the up right corner.

I & sysadmin -

Device - Device list

All devices B | New | Export Import Group Refresh
[ newrocktech (5
® Model Status Addres
[ Defautt (0) Name MAC Group . Edit Delete
[0 New devices (4) = o @ 000EAS25020 MX120 e Default @ 8
MX120G 9 G =i
IPFE\':CI@ 000EAS65888
- - OMS500 Online Default & i
0 8
._3[,]5|):~_® 000EAG3D1T72
- : OM50 Online Default = i
pe) 1
000EAG3DB58
a IPPBX OM50 Online Default = i

5

00DEAS3A10D
- MX8G MX8G Online Default # i

D
Total 5 10 /page

2. Input information as required, then click Save.
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Please enter the device information

* Name

Flease enter device name

* MAC

Access url

Password

Confirm
password

Group [0 newrocktech (&)
[0 Default (0)

[0 New devices (4)

Address

Contact

Close

Description:
Name: make a name for the device to allow you to search for it by its name.
MAC: Input the MAC address of the device. The MAC address is the unique identifier for a device.

Access URL: Input the address of the device, in the format of https://ip-address or https://domain-
name. It should be a fixed address which can be accessed by UMS.

. Password: Input the password for logging in to the Web GUI of the device. Note that an incorrect
password will block the UMS to obtain the configurations from the device and provision configurations to
the device.

Confirm password: Input the password again.
Group: Choose a device group to which the device belongs.
Address: Input the location where the device is installed. It is optional.

Contact: Input a contact who is responsible for the device.
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3. Atfter the device is added successfully, you can see it in correspond device group on Device>Device
list page. All devices added manually are marked by a symbol °.

Device - Device list

All devices
[0 newrocktech (6)
(3 Default (0)

[ New devices (4)

4.3

Name

MX120G

IPPBX500

OMS0(rip
nhe)

IPPBX

MXEG

hand

MAC

D0DEA9250209

D00EA9655868

DO0EA93D1721

D00EA93D8585

D00EA93A10DD

DO0EA93DOF4F

Device list and device status

Model Status

MX120G Offline

OMS00

OMS0

OMS0

MXEG

OMS0

All added devices are listed on Device > Device list page.

Device - Device list

All devices
[ newrocktech (6)
[0 Default (8)
[0 Default (0)

[3 New devices (4)

Description:

Name

MX120G
IPFEi.\:EOUm
OMS0(rtp
hhe)

IPPEX

MX8G

hand

MAC

000EA8250209

O00EAS658888

000EAS3D1721

000EAS3D8585

O00EAS3A10DD

O00EAS3DOF4F

Model Status

MX120G Offline

OMS00

OMS0

OMS0

MX8G

OM50

You can search the device by its name or MAC address.

| New

Group

Default

Default

Default

Default

Default

Default

New

Group

Default

Default

Default

Default

Default

Default

Export

Addres

Total 6

Export

Addres

Total 6

Click the symbol in front of the device name, you may sync the device status.

Import

Edit

&

&

&

&

&

10 /page

Import

10 /pag

Edit

&

e

Group

Group

The device list allows you to view and modify the device information, add or delete devices.

Refresh

Delete

Refresh

Delete

. To change the device group to which the device belongs, choose the device and click Group to
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select another group.

5

Support to import and export devices in batch.

The exported device list is shown as below (The access URL and password cannot be exported):

MAC Name Access URL|PasswordAddress |[Contact|Model |App version
000EA92D0159Bxy OM20 ShanghailLisa OM20 |5 121 3
000EA961100X100G-S Beijing  [Michael|MX1006 115
000EA9050C3Dfficium200G HangzhodAlex OM200&.1.5.108

Before importing, please fill in the table based on an exported list. The MAC address field is mandatory,
the other fields can be omitted.

MAC Name Access URL Password/Address |Contact|Model |App version
000EA92D015Bxy OM20 https://222.2.111.118 2w3e4r [ShanghaiflLisa OM20 15 121 3
000EA961100pMX100G-S https://32.8.11.111 tgbyh6 Beijing Michael |[MX1006 115
000EA9050C3Dfficium200G |https://23.5.1.7 ujik89 HangzhoyAlex OM200&.1.5.108
000EA941DD3MIX60-VolP  |https://83.5.9.16 dfg567 |Nanjing |James |[MX60 [1.9.82.344.2

The Device > Device status page shows statistics which is updated per hour (set as default). To update
the statistics real time, please click Statistics.

Device - Status
I Online devices
I Ofine devices
I Oniine devices
I Cffiine devices
§ gt g
WD el WA &
”é‘-' f:\,\, & &
s R g I
&8 & F
Document UYers

E OMLINE DEVICES 4

Time

2018-01-30 13:00:00
2018-01-30 12:00:00
2018-01-30 11:00:00
2018-01-30 10:00:00
2018-01-30 09:00:00
2018-01-30 08:00:00
2018-01-30 07:00:00
2018-01-30 06:00:00
2018-01-30 05:00:00

2018-01-30 04:00:00

ion

E OFFLINE DEVICES 1

Online devices

Copyri ?fNetw Rock

TOTAL DEVICES 5

Offline device

Online rate

s
80.00% 1
80.00% 1
100.00% 0
100.00% 0
100.00% 0
100.00% 1]
100.00% 0
100.00% 0
100.00% 0
100.00% 0

Total 326 10

/page

NEW DEVICES 4
Statistics Export Refresh
Offline rate Total
20.00% 5
20.00% 5
0.00% 1
0.00% 1
0.00% 1
0.00% 1
0.00% 1
0.00% 1
0.00% 1
0.00% 1
n 2 3 4 5 6 33
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5 Configure devices

Go to Device > Configure, and click a specific device name to open the device configuration page. This
page shows the device’s basic information and allows you to configure the device.

Device - Configure - OMS0(test)

= & V) & A Function area
Information area
MAC 0D0EAQ3D1721
. . Advanced
Conflguratlon area

Model OM50

Line Enable Number PIN Display as Recording API Edit
Status

1 o 6001 ® ) =
Device password " Ed

2 o 6002 ] (<] =
Public IP address 116.226.184.214

5 9 204 a L =]
LAN IP address 192.166.130.73

[ (] 205 [>] Q =]
Auto upgrade

9 V] 208 ] a =
Startup time 2018-01-1917:36:00

10 ] 209 ] ] =
Up time 10d 20h Om 22s
app 215135
kernel Kernel 2.1.11mt
cloud_basic 1.0.38
p2olib 1122

Description:

Function area: lists the most common functions for the device, such as log in to the device, reset to factory
default settings, reboot, compare configurations, and alarms.

Information area: lists the device address and version information
Configuration area: allows you to configure the device.
Description for Some of the functions to configure the device:

Login devices: click it to open the login page for the device’s Web GUI.

. Auto Upgrade: tick it to enable the auto upgrade for the device. For more details about auto upgrade,
see Upgrade automatically.

., Compare configurations: click it to open the page for comparing any two configuration templates or
backed up configurations.
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Compare configurations

Parameter ID D Parameter name festm kkkkk
1 HOSTNAME 7

2 LOCAL IP_ADDRESS ]

3 GATEWAY [~}

63 CRITICAL DIGIT_TO ]

Close

5.1 Parameters and templates

The most common parameters of OM and MX are listed On Manage> MX parameters and Manage >
OM parameters pages. Of course, you can also add or delete the parameters.

Manage - MX parameter

n Export Impaort New Refresh

Parameter Chinese n English na Default val Descriptio Restar
Parameter name View type Value list Edit Delete
D ame me ue n t
1 HOSTNAME FHE Host name input false s i}
LOCAL_IP_ADDR EE P Logical IP a
2 - - - input false g o
ESS i ddress
Gateway IP
3 GATEWAY [ZES: 1] input false g i)
address
IP address
4 ETHO_DHCP DHCPH= radio on,off off false s i)
assignment
ETHO_IP_ADDRE
5 s - IP ik IP address input false = i)
6 ETHO_NETMASK TR Netmask input false = i)
MAC addre
7 ETHO_MAC MAC HiiiE input false = i)
s5
12 ETH2_DHCP DHCPH= radio on,off off false g i}
ETH2_IP_ADDRE
13 55 - - IP itk IP address input false 4 i)
14 ETHZ2_NETMASK TS Netmask input false g i}
Parameters

To add more parameters, click New.

Document Ye&r si on Copyri ®#dtktw Rock Technol ogi es, I nc 24



Uni fied Manageidertr $Swustdem Confideveces

Please enter parameter information

Parameter ID

Parameter
name

Chinese
name

English name

View type = Text field

Value list

Default value

Description

Restart

Close

Description for each field of a parameter:

Parameter ID: Input the parameter ID which is defined by the device. Each parameter has a unique
parameter ID. For example, the parameter ID of the parameter MAC address is 7.

Parameter name: Input the parameter name which is defined by the device.

B

Chinese name: Create a unique Chinese name for the parameter. It is optional.

B

English name: Create a unique English name for the parameter. It is optional.

View type: Choose the view type for the parameter. There are four view types to choose: Text field,
Radlo button, Drop-down list and Read-only parameter.

. Value list and Default value: Input the possible values and the default value. They vary with the View
type:

1) If the View type is Text field, please input the value for the parameter, and keep the default value
empty.

2) If the View type is Radio button, please input two values and separate them by a comma “,”. Set
the default value as either.

3) If the View type is Drop-down list, please input several values for the parameter, and keep the
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default value empty.
4) If the View type is Read-only parameter>keep both the value list and default value empty.

. Description: Input the description for the parameter, it is used to recognize the parameter and it is
optional.

Restart: Tick it if the configuration for the parameter will take effect after the device restarts.
Parameter template

A parameter template is a collection of many parameters. It will be helpful to maintain or manage a large
number of devices to back up or provision configuration based on a parameter template.

You can configure multiple parameter templates. The parameters contained in a template are derived
from the preset parameter list on the Manage > OM parameters or Manage > MX parameters page. To
add a parameter which is not listed on these pages to a template, you should add it on the Manage >
OM parameters or Manage > MX parameters page first.

Parameter template

* Template | testkk|
name

Parameter ID Parameter name Chinese name English name Parameter value Description

1 HOSTNAME BEREE Host name £

2 LOCAL_IP_ADDRESS =41, 1P fik Logical IP address £

3 GATEWAY Fcitsht Gateway IP address #

) ETHO_IP_ADDRESS IP i1k IP address el

6 ETHO_NETMASK FRIER Netmask g

7 ETHO_MAC MACHE3E MAC Ped

12 ETH2_DHCP DHCPF= ¥

16 Enable ErR Enable on @ off

17 Primary server EiiRESE Primary server 4

LI
Manage - OM template
| M | Export Import Refresh
Template name Creation time Creator Details Edit Delete
testki 2018-01-30 17:36:32 sysadmin = F o o
T 2018-01-30 14:25:01 sysadmin =] # i
BBE 2017-11-28 10:07:47 sysadmin = F o o
testm 2017-11-10 18:04:26 sysadmin = = i
testn 2017-11-09 17:27:02 sysadmin = F o o
kkkkk 2017-11-07 15:00:15 sysadmin =] & m
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Customized templates

Navigate to Manage> Meta profile> Profile configuration, a module for creating and managing device
configuration templates for quick bulk application to multiple devices.

Lo
S Manage - Meta profile - Profile configuration
RS —EERR
Unified Management System
2 Parameter list 3.Confirm information
* Name
Remarks
Attribution  Autoprovision
Domain * Without selecting a domain, the profile is available o all domains.
Next >
Meta profile
Step 1. Fill in the basic information
I t em Definition
Name Enter a name for the te
Remar ks Additional instructi ons§d
Domai n Sel ecting Managed Devi ¢

Step 2. Configure the parameter list
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fay & sysadmin u?

P
-

2
-~ Manage - Meta profile - Profile configuration

I

IRSii—B1ERR

em
1.Basic information 2 Parameter list 3.Confirm information

Series | MX/RGW *The switching operation will clear the added parameter list

Click the plus sign in front of the parameter list to add a parameter template

Manage Next >

F D F name English name Parameter value Description Restart
Cannot contain Chines
e characters, the initial
+ 1 HOSTNAME Host name s can notbe spacesa  false
nd*-', the length is less
than 32 bits.
=+ 2 LOCAL_IP_ADDRESS Logical IP address false
=+ 3 GATEWAY Gateway IP address false
+ 4 ETHO_DHCP DHCP on @ off false
=+ 5 ETHO_IP_ADDRESS |P address false
-+ 6 ETHO_NETMASK Netmask false
=+ 7 ETHO_MAC MAC address false
Step Three. Confirmation of information
Jas & sysadmin ?a
hoyd
~ IManage - Meta profile - Profile configuration
RS —EIERR
Unified Management System
1.Basic information 2 Parameter list 3.Confirm ation

Basic information

Name:

Remarks:

Series. MX/RGW
Attribution: Autoprovision
Domain: All

Parameter list
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5.2 Back up parameters

This function allows you to quickly recover the configurations by provisioning the backup parameters
when the device’s configurations are modified.

Task

Backup configurations Download log Backup template parameters ‘ Config template parameters Backup parameters Configure parameters Import devices Refresh
om

Operation tim
Task ID Task name Restart Description Operator Processing Details Edit
e

Backup param 2018-01-30 13

2 false ara_fest2 sysadmin — = =
eters :38:36 para_ v ©
Backup param 2018-01-30 13 _
false para_test1 sysadmin — O = g
eters 3737 -

Total 2 = 10 /page n

Back up parameters

Go to Task > Backup parameters page.

You can make a backup of the parameters as follows:

1. Input the description for the task to back up parameters.

2. From the list on right, choose the devices whose parameters will be backed up.
3. From the list on the bottom, choose the parameters to be backed up.

4. Click Save. Then a task to back up parameters has been created.
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Task - Backup parameters

© periodic task Single task
Name MAC Model Status
* Description | zx_backup ODOEAQG5ES
IPPBX500 OMS00 Online
68
000EASQ3D17
Periodic task 0 Online
O week Day (] OM50(test) Ny OM50 Online
OD0EAS3DES
IPPBXS0 &5 OMS0 Online
Week = Tuesday
000EA93DOF
hand T Ooma0 Online

* Operation 14:49:38

time Total 4 | 10 /page

Restart
Series oM

Customized
parameter

Parameter ID Parameter name Chinese name English name Description Restart
1 HOSTNAME BEWS Host name false
2 LOCAL_IP_ADDRESS 24, 1P e Logical IP address false
3 GATEWAY [ZES il Gateway IP address false

5. All tasks to back up parameters are contained in Task page. You can click the specific task ID to see
details about the task, or click “ to start, stop or terminate the task. Once a task is terminated, it is
removed from the task list and cannot be recovered.

L~ & sysadmin @

Task
Backup configurations Download log Backup template parameters Config template parameters Eackup parameters Configure parameters Assign cloned configurations
Import devices Refresh
Current Task History task
Current Task
A Bo
Qperation Descriptio Processin
Task ID Task name Restart Operator Details Edit Delete
Backup co 13 Saturda N
175 ) true EHhEE umswyl b 0% =
nfigurations y 23:59:59
Backup co 13 Saturda i . |
174 true N E umswyl e 0% =

nfigurations y 23:59:59
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Back up parameters by template

Go to Task > Backup template parameters page.

You can make a backup of the parameters as follows:

1. Input the description for the task to back up parameters.
2. Choose a template.

3. Choose the devices whose parameters will be backed up.

4. Click Save. Then a task to back up parameters by template has been created.

Task - Backup template parameters

O periodic task Single task n u

Name MAC Model status
* Description  sma Backup template parameters 000EAD3900
MXBA MXBA
8E
Periodic task
week (@ Day Total 1 10 /page
* Operation | 14:10:23
time
Restart
Series | MX
* Template = smatmp
* Device OOOEA939008E,
N

All tasks to back up parameters are listed in the Task page. You can click the task ID to see details about
the task, or click “ to start, stop or terminate the task. Once a task is terminated, it is removed from the
task list and cannot be recovered.

Task

Backup configurations Download log Backup template parameters Config template parameters Backup parameters Configure parameters Assign cloned configurations
Import devices Refresh
Current Task History task

Current Task

1]

Operation t
Task ID Task name Restart Description Operator Processing Details Edit Delet¢
ime
Backup temp sma Backup
+3 Every day . _ _
172 late paramet 121023 false template par sysadmin -— O = @
ers o ameters
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To see parameter backup history, go to Devices > Configure page and click Backup history.

Delete

Operti Recover
Backup Task ID Operat Descri
ng tim Details Edit configur Delete
ID or ption
e ation
Backup
_ Every d
sysadmi templat . _ i
1 172 ay 14:1 = [# ad o
n e para

0:23
meters

5.3 Provision parameters

You can modify multiple devices’ configurations at the same time by provisioning parameters.
Provision parameters

Go to Task > Provision parameters page.

You can provision parameters as follows:

1. Input the description for the task to provision parameters.

2. Choose the devices to whom the parameters will be provisioned.

3. Choose the parameters to be provisioned. Remember to preset values for the parameters.

4. Click Save. Then a task to provision parameters has been created.
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Task - Configure parameters

periodic task () Single task

Name MAC Model status
* Description | sma_paras oMS0(rtp 000EAQ3D17
oM50
hhe) 21
* Operation | 2018-06-22 14:22.27 OMS50 DODEASIBOF o Offline
time AF

Total 2 = 10 /page

Restart

Series | OM
Customized
parameter
Parameter ID Parameter name Chinese name English name Parameter value Description Restart
1 HOSTNAME BEwEE Host name Talse
LOCAL_IP_ADDR
2 A, 1P itk Logical IP address false
ESS
Gateway IP addres 192 168 130 1|
3 GATEWAY Rsinit false

S

Provision parameters by template

Go to Task > Config tempelate parameters page.

You canprovision parameters as follows:

1. Input the description for the task to provision parameters.

2. Choose a template. Remember to preset values for the parameters in the template first.
3. Choose the devices to whom the parameters will be provisioned.

4. Click Save. Then a task to provision parameters of a specified template has been created.
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Task - Config template parameters
° periodic task Single task n ﬂ
Name MAC Model Status
* Description | tmp_bacup ODOEAQG588

IPPBXS00 OM500
88
000EAQ3D17

Periodic task ° Week Day OMS50(test) - OM50

000EA83D85

OME0 OM50
85

Week | Monday

000EA@3DOF

hand OMS50
4F

* Operation 14:48:48
fime Total4 10 /page
Restart
Series | OM
“Template | qws
“Device | DODEA93D1721,

5.4 Back up configuration package

Note: a configuration package only contains voice related configurations (not contain network related

configurations.)

Back up the configuration package for a single device

1. Go to Device>Configure page, click a specific device name.

Device -~ Configure

3 newrockiech (6)
Name
3 Default (0)
& MX120G
[ New devices (3)

MAC

000EAS250209

IPPBX500

OM50(test)

IPPBXS50

MXBG

hand

O00EAS9BSE8E8

000EAS3D1721

000EA93DE585

000EAS3A10DD

000EAQ3DOF4F

Model Status

MX120G

OmMs00

OMs0

OMS0

MX8G

OomMs0

Group A

newrocktech

newrocktech

newrocktech

newrocktech

newrocktech

newrocktech

Total 6 10 /page

2. Open Configuration packages, then you can back up configurations, upload configuration

packages, or provision configurations.
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Device - Configure - OMS0(test)

Extension Trunk IP extension SIP trunk Routing Digitmap Telnet / SSH Configuration packages
MAC 000EAS3D1T721 n Upload backup package Backup configurations |
Model OM30
Recov
Status Recover cou er conf
File name Operator Backup time Description Edit 7 7
Device password SR Edit nts igurati
on
Public IP address 116.226.184.214
2018-01-30 14: B .
t4 targz sysadmin 0 @ =g
LAN IP address 192.168.130.73 53:09
Auto upgrade Total 1 10 /page n
Startup time 2018-01-19 17:36:00
Up time 10d 21h 16m 51s
app 2151135
kernel Kernel 2.1 11mt
cloud_basic 1038

Click Backup configurations to back up the current configurations of the device to the UMS. The
backed up configuration package will be listed below, and you can download the package by clicking the
file name.

Click Upload backup package to upload configuration packages to the UMS.
Back up configuration packages for multiple devices

Go to Task > Backup configurations page.

You can make a back up of the configuration packages as follows:

1. Input the information for the task to back up configuration packages.
2. Choose the devices whose configuration packages will be backed up.

3. Click Save. Then a task to back up configuration packages has been created.
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Task - Backup configurations
periodic task ) Single task n n
Name MAC Model Status
* Description | backup_conf | O000EA9G588
IPPBX500 OMS500
88
* Operation | 2018-01-30 15:01:03 OMS50(test) SOy OM50
time 21
00DEAQ3DBS5
OMS0 oMs0
85
Restart
00DEAQ3DOF
hand OM50
aF
Series | OM

*Device | O00EA93DE585,000EA93D1721,000EA93DOF4F,

5.5 Provision configuration packages

Total 4 = 10 /page

Attention: It is only allowed to provision the device’s own configuration package.

Go to Device > Configure page, click the target device name to which the configuration package will be

provisioned.

Device - Configure

All devices
3 newrocktech (6)
[ Default (0)

3 New devices (3)

Name

MX120G

IPPBX500

OM50(test)

IPPBX50

MXBG

hand

Go to Configuration packages, and click
by clicking the Recover counts.

Document
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MAC
000EAS250200
O00EA9B58888
000EAS3D1721
O000EA93DE585
000EA93A10DD

000EA93DOF4F

Model

MX120G

OMS500

OMS0

OMSE0

MXBG

OMSE0

Refresh

Status Group Address
Offline newrocktech
newrocktech
newrocktech
newrocktech
newrocktech

newrockiech

Total & 10 /page n

™ to provision configurations. Then you can see the result
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Device - Configure - OMS0(test)
# c O & A
Extension Trun P extension IP trun Routing Digitmap Telnet / SSH Configuration packages | »
MAC O00EA93D1721 = n Upload backup package Backup configurations
Model OoM30
Recov
Status 20E Recover cou er conf
File name R e — e Edit . .
Device password = Edit i nts igurati
Recover time Recover result
on
Public IP address 116.226.184.214
2018-01-30 15:14:44 doing
4 targz =z (s
LAN IP address 192.168.130.73 -
Auto upgrade Total 1 10 /page n

Startup time 2018-01-19 17:36:00
Up time 10d 21h 34m 44s
app 2151135
kernel Kernel 2.1 11mt
cloud_basic 1.0.38

5.6 Configuration management

Navigate to Admin > Configuration Management, the Configuration Management module is used to create,
manage and import configuration files for devices.

2
Add config file

* Config filename

* Template name

Description
network

NETWORK

Uer si

Document

on

Model

123123
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Import file

Please choose a file to import

* Config filename
IPPHONE model

Description

* Config files

5.7 Number resource

Navigate to Manage > Phone numbers, the Number Resource Module is used to manage and allocate
the phone number resources of the device, supporting manual and automatic allocation modes. The
administrator can check the allocation status of numbers, search devices by MAC address, and batch
import number data to improve the efficiency of device configuration.

4" & sysadmin %%
Ner
Manage - Phone numbers

s — SRR )
MAC n m Unassigned | Assigned Auto Assign: @ New Import Refresh Download template

Unified Management System

Number MAC Assigning time Assigning status Edit Delete

18858588888 Unassigned [ o

Total 1 10 /page n
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Add

ﬂn & sysadmin *

Please enter parameter information

* Number

Mac

Password

Close

Il tem Definition
Number Enter the phone number to be
MACAddr ess MAC address of the device
Password Associ ated Passwords

Batch import

Click to download the template to support batch configuration of numbers, MAC addresses and

passwords.
P - Jay & sysadmin o
hog N
anage one numbers
~ Manage - Ph b
7) 1
RSik— SRk ' ) o
Unified Management System MAC B u Unassigned ~ Assigned Auto Assign: @ | New | Import Refresh Download template
Number MAC Assigning time Assigning status Edit Delete
18888888888 Unassigned 4 o

Total 1 10 /page -
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6 Upgrade devices

It will not modify the configurations of devices when you perform upgrades.
6.1 Manage upgrade packages

Upload upgrade packages

Go to Manage> Upgrade package, and click New.

Manage - Upgrade package

Upgrade package Requirements for base version Component

All n | Mew | Refresh

Kernel vers Time for upl

Name Series App version File size Description Operator Edit Delete
ion oad
OM.N1.2.2.6m 2018-01-30T
~ om50-op1-im _ _
t5_126.C0.04 oM30 2.2.6mt 5_126 12.6 MB 15:32:12.879 sysadmin = i}
img g +08:00
OM.N1.2.2.6m 2018-01-30T
5 5.C0.04 OM50 2.26mt 5_126 6.53 MB om50-op1 15:30:02.138 sysadmin = o
+08:00

Total 2 50 /page

Input necessary information for the upgrade package, and click Choose file to choose a configuration
package and upload it to UMS.
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Please enter upgrade package information
* Release notes
* Description
App base version
Kernel base version
Other base versions

Test version

* Upgrade package

Click to choose a file to upload

Close

Description for some parameters:

. Base version: the lowest version from which the device can upgrade to the version of the upgrade
package.

In addition, you can also set a base version for a device model on Manage > Upgrade package >
Requirements for base version page.

This higher version of these two base version will be take effect.

. Upgrade packages: the UMS supports six types of upgrade packages. Each type has its own file
extension shown as below:

&8 OM.L1.3.1.1.5_121.C0.02jtar.gz

&8 OM.L1.3.1.1.5_121.C0.02MCCS_2.3.24 P10 _1.0.5.tar.gz

£8 OM.L1.3.1.1.5_121.C0.02MCCS_2.3.24_P10_1.0.5.advanced.tar.gz
B8 OM.L1.3.1.1.5_121.C0.02img.tar.gz

&8 OM.L1.3.1.1.5_121.€0.02}img

&8 OM.L1.3.1.1.5_121.C0.02\advanced tar.gz

. Test version: Tick it if the upgrade package that you will upload is for test. In addition, you have to
add the parameter TESTFLAG=1 to the autoupd.ini of the device.
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Manage - Upgrade package
Upgrade package Requirements for base version mponent
All e B New Refresh
Kernel vers Time for upl
Name Series App version File size Descripticn Operator Edit Delete
ion oad
OM.N1.2.2.6m 2018-01-30T
0ms0-0p2-im _
1.5_100.C0.03 OoMa0 2.2.6mt 5_100 12.3 MB 15:35:46.697 sysadmin = o
img 9 +08:00
OM.N1.2.2.6m 2018-01-30T
om50-op1-im _
t5_126.C0.04 OME0 2.2.6mt 5_126 126 MB 15:32:12.879 sysadmin = L]
img g +08:00
OM.N1.2.2.6m 2018-01-30T
OM50 2.2 6mt 5_126 6.53 MB om50-op1 15:30:02.138 sysadmin £ L]
+08:00
Total 3 = 50 /page

Upload upgrade packages for components

Go to Manage> Upgrade package>Component, and click New to upload upgrade package for

components.
Manage - Upgrade package
Upgrade package Requirements for base version Component
All € n | New | Refresh
Time for upl
Component Name Series Version File size Description Operator Edit Delete
oad
cloud_basic_ 2018-01-30T
cloud_basic OM20 1038 499 KB 15:36:59.416 sysadmin = o
+08:00
Total 1 50 /page n
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6.2 Upgrade manually

1. Go to Device > Upgrade page, click REEEEEEN button to add an upgrading task.

L5 & sysadmin g

Device = Upgrade

Upgrade Auto upgrade
Current Task History task
Upgrade &%
Task name Upgrade package version Creation time Operation time Operation result Edit
OM.L1.3.1.1.5_121.C0.03 2017-11-20T18:00:09.36+ 2017-11-20T18:00:10.36+
sma-0M500 ) ]
img 08:00 08:00
ez OM.P1.2.2.6.5_122.C0.01. 2017-11-07710:04:50.62+ 2017-11-077T10:04:51.62+ o
es
MCCS_243 11.0targz 08:00 08:00
test OM.P1.2.26.5_122.C0.01. 2017-11-07T09:58.22.378 2017-11-07T09:58:23.378 o
es
MCCS _2.4.3 1.1.0targz +06:00 +08:00
- OMP1.2265 122.C0.01 2017-11-07T09:34:49.266 2017-11-07T09:34:50.266 o
es
MCCS_2.4.3_1.1.0targz +08:00 +058:00
2. Input necessary information for the task.
Create upgrade task
* Description | om50 upgrade Search B n
* Operation time ~ 2018-01-30 16:09:10 [Zom v
Name MAC Model 1 versi ersio Status
Model = OMS50 on n
000EA
oMs0( 2111 5 113 :
- 93D17 oM50 Online
* Upgrade package =~ OMN1.2.2.6mt5 126.C0.0: test) 1 mt 5
OO0DEA
- OmM30 93D85 OM50 226m 5 124 Online
Device | 00CEA93DOF4F, t ) Online
85
000EA
2.2.6m
- hand 93DOF oM50 t 5_100 Online
4F
< >
Total 3 10 /page

Close

Description for a part of parameters:
Operation time: It decides the time to perform the upgrading task.
Model: Choose the device model to be upgraded.

Device: choose from the list in the right side or enter the device’s MAC address manually.

5
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3. After the upgrade task is created, it will be displayed in the Device > Upgrade > Upgrade page.

Device -~ Upgrade

Upgrade Auto upgrade

Task name

oms50 upgrade

om0 upgrade

oms0 upgrade

omS0 upgrade

Upgrade package version

OM.N1.2.2.6mt.5_126.C0.04
.img
OM.N1.2.2.6mt.5_100.C0.02
img
OM.N1.2.26mt.5_100.C0.03
img
OM.N1.2.2.6mt.5_100.C0.03
.img

Description for upgrading status:

Creation time

2018-01-30T16:11:46.525+0
800
2018-01-30T16:00:27 .826+0
8:00
2018-01-30T15:51:51.998+0
5:00
2018-01-30T15:43:55.263+0
800

Green bar indicates that the upgrade is successful
Red bar indicates that it failed to upgrade

Blue bar 0% indicates that it is waiting to upgrade

Operation time

2018-01-30T16:11:47.525+0
8:00
2018-01-30T16:00:28.826+0
8:00
2018-01-30T15:51:52.998+0
8:00
2018-01-30T15:43:56.283+0
8.00

Upgrade &%

Operation result Edit

a— 1 ()0 %

o

>

<]

10 /page

Total 4

., Blue bar (25%, 50% or 70%) indicates that the upgrade process is in progress

. Blue bar (100%) indicates that the upgrade task has been completed but there are several devices
failed to upgrade.
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6.3 Upgrade automatically

After you enable the auto upgrade function for the device, the device will automatically upgrade once the
UMS has a later version compared to the device’s current version.

Do as follows to enable auto upgrade for a device:

1. Go to Devices>Configure page, and click a specific device name.
Device - Configure
n Retrezn
All devices
Name MAC Model Status Group Address
b [3 Kfian (16)
' cxy_MX60-VolP-AG D00EAZ415962 MXB60 xychen
[ zywan (3)
0 i 2) - cxy_OM20 000EAS2D015B OM20 xychen
(3 Izhang (2) o MX100G-3 DD0EASG 11006 MX100G hbchen-new
[ hbchen-new (8) - Officium200G DD0EAS050C31 OM200G ktian
[0 smaxiugai (8) ' Y MX60-VolP-AG 000EAS41DD34 MX60 ktian
[ yglou (1) - OfficiumB0 0D0EA3450201 MX60 Tywan
£ xychen (4) a MX8A 0D0EA9433066 MX8A zywan
[ wey (4)
- MXBA-web ODD0EAS393C15 MHBA ktian
3 meui (0)
[ demo (2) e MXG60-ValP DD0EAS41F444 MXB60 ktian
[0 GS_devices (7) = MXSA-TJLIU 000EA93B2B5D MX3A fjliu
[ hwang (3)
Totzl 70O 10 ipage 4 8 70
3 ecomm {0}
2. Tick the check box for Auto upgrade.
Device - Configure - hand
) . o )
= & o ae A
< BExtension Trunl P extension IP trun Routing
MAC 000EAS3DOF4F
Model OmMa0
Line Enable Number PIN
Status C
1 /] 200
Device password T Edit
2 ] 201
Public IP address 116.226.184.214
5 ] 204
LAN IP address 192.168.130.38
6 /] 2058
Auto upgrade
9 /] 208
Startup time 2018-01-30 16:15:45
10 ] 209
Up time 6m7s
11 /] 210
app 215126
12 /] 211
3. Go to Device > Upgrade > Auto upgrade, and click New to create an upgrading task.
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Device - Upgrade

Upgrade Auto upgrade History
New
Upgrade pac Kernel versi Operation tim
Enable Model App version Install initially History Edit Delete
kage on e
OM.N1.2.2.6mt
] OMS0 5_126.C0.04.1 226mt 5_126 (<] 16:40 D & i}
mg
4. Input necessary information for the task, and click Save.
Please enter auto upgrade information
Enable
Model
Upgrade
package
Install initially
Operation
time
Close
5. After the task is created, it will be listed in the page.
Device - Upgrade
Upgra de Auto J:g'acle History
| New |
Upgrade pac Kernel versi Operation tim
Enable Model App version Install initially History Edit Delete
kage on e
OM.N1.2.2.6mt
(] OM50 5 126.C0.04.i 22 6mt 5 126 (%] 16:40 D .4 i}
mg

The device will periodically request UMS to upgrade. An auto upgrade will be activated when all the
following three conditions happen:
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The check box of Auto upgrade for the device is ticked and the upgrade task is enabled.
The time preset for the auto upgrade is up.
CKG2YLRYGSHMEAZ2Y A YSSiH (GKS  Faisedersd& NBEA2Y NBIjdzA NBYSYy

It is allowed to upload two types of upgrade packages for the same version. The device will use the
package with the higher privilege:

If the Kernel version of the device is lower than the one of the upgrade package, the six types are
ordered from the highest privilege to the lowest privilege as follows:

OM.N2.xxX.XXx.XXx.img.tar.gz
OM.N2.xxX.XXX.XXX.img
OM.N2.xxx.xxx.xxx.MCCSxxx.advanced.tar.gz
OM.N2.xxx.xxx.xxx.advanced.tar.gz
OM.N2.xxx.xxx.xxx.MCCSxxx.tar.gz
OM.N2.xxx.xxx.xxx.tar.gz

If the Kernel version of the device is the same as the one of the upgrade package, the six types are
ordered from the highest privilege to the lowest privilege as follows:

OM.N2.xxx.xxx.xxx.MCCSxxx.advanced.tar.gz
OM.N2.xxx.xxx.xxx.advanced.tar.gz
OM.N2.xxx.xxx.xxx.MCCSxxx.tar.gz
OM.N2.xxx.xxx.xxx.tar.gz
OM.N2.xxx.xxx.xxx.img.tar.gz
OM.N2.XXX.XXX.XXX.img

If the Kernel version of the device is higher than the one of the upgrade package, the upgrade is
forbidden.
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6.4 View upgrade history

Go to Device > Upgrade > History page, to view history of manual upgrade.

Device - Upgrade
Upgrade Auto upgrade History
All devices DOOEA93DOFAF X n
3 newrocktech (6) )
Kernel versi
Name MAC Model App version Status
[ Default (0) on &
000EA93DOF4
D New devices (3) a hand - M50 22 6mt 5 100 Online
Total 1 10 /page

Upgrade package version

Task name Creation time Operation time Operation result Details
OMN1.226mt5 100.C0.02 2018-01-30T16:22:59 22140 2018-01-30T16:23:00.221+0

oms0 upgrade ] - (] [+
img 800 8:00
OM.N1.2.2.6mt.5_126.C0.04 2018-01-30T16:11:47.53+08 2018-01-30T16:11:47.525+0

oms0 upgrade ) - (] 1+
.img {00 8:00
OM.N1.2.2.6mt.5_100.C0.02 2018-01-30T16:00:27.826+0 2018-01-30T16:00:28.826+0

om50 upgrade - (] o
img 800 800
MR M4 22 Bt & 40N N N2 INAR N4 2NTAR-E4-54 ONRN 2N42 N1 ANTAR-51-57 0NN
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7 Logs of devices
7.1 Download logs of a single device
1. Go to Device>Configure page, click a specific device name.
Device Conﬂgure
All devices n Refresh
[ newrocktech (6)
Name MAC Model Status Group Address
[3 Default (0)
& MX120G 000EAS250209 MX120G Offline newrocktech
3 New devices (3)
& IPPBX500 OD00EA9B58888 OMa00 newrocktech
& OME0(test) 000EAS93D1721 OM50 newrocktech
- IPPBX50 000EA93D8585 OMs0 newrocktech
& MX&G O00EAS3A10DD MX8G newrocktech
a hand 000EAS3DOF4F QOMS0 newrocktech
Total & 10 /page n

2. Click Log, then click Download history log or Download current log to download logs from the
device to UMS.

Device - Configure - hand
| ) (<]
- c O & A
< trun Routing Digitmap Telnet / SSH Configuration packages Backup history Configure history Log ||/
MAC ODORA93DOF4F n Log level Download history log ownload current log |
Model omMs0
File name Download time Operator Log date Description Edit
Status
2018-01-30 16:39 . .
argz sysadmin [
Device password T Edit o7
. 2018-01-30 16:38 ! _
Public IP address ~ 116.226.184.214 argz 10 SEERI =
LAN IP address 192.168.130.38
Total 2 10 /page

Auto upgrade

Startup time 2018-01-30 16:31:01
Up time: £m 375
app 215100
kernel Kernel 2.2.6mt
Description:

Log level: set a level for logs, the higher the level is, the more detailed the logs will be.

5

. Download current log: click it to download the logs stored in the RAM of the device.
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Download history log: click it to download logs stored in the USB flash driver of the device. This
function requires the device to be equipped with a USB flash driver and preset a script for auto backing
up logs to the USB flash driver. To implement this, please contact our technical support.

Please choose the log to download

Log date | 2018-01-27

log file messages message [og debug log error.log

Close

3. All downloaded logs can be found on the Device > Configure > Device nhame> Log page of the

UMS. Then you can click the log file name to download it to your PC.
7.2 Download logs of multiple devices

1. Go to Task page, and click Download log to a task to down logs from devices to UMS.

Task

Backup configurations Download log Backup template parameters Config template parameters Backup parameters Configure parameters

Import devices Refresh

-]
Operation tim
Task ID Task name Restart Description Operator Processing Details Edit
e
Backup param 2018-01-30 13 _ _
2 false para_test2 sysadmin ] = =
eters 3836
Backup param 2018-01-30 13 _
false para_test1 sysadmin — =] =
eters 37:37
Total 2 = 10 /page n
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Task - Download log
Type | Download log & n u
Name MAC Model Status
Periodic task OSlng\elaSK O00EA9E588
IPPBX500 oM500 Online
88
. - D00EAQ3D17
Description | download log| OMS0(test) o OMS0 Online
O0OEAQ3D85
OMS0 OM30 Online
*Operation | 2018-01-30 16:46:47 85
time
O00EAQ3DOF
hand OM50 Online
aF
Restart
Total 4 10 /page n
Series | OM

*Device | O00EA83DE8585,000EA93D0OF4F,

2. Input necessary information for the task, and click Save. Then the UMS will download logs from
devices automatically.

Log type:

Download log: Download the current logs.

Download history log: Download the logs stored in the USB flash driver of the device.
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8 Monitor device alarms

8.1 Alarms

UMS can send security messages to preset mobile phones, WeChat IDs or Email addresses. You have
to preset rules to define when the security messages will be sent.

The procedure is as follows:
1. Go to Monitor alarms > Alarms page, and click New.

Monitor alarms - Alarms

Alarm status is only avaliable for those records within 48hours New Inform list
Descript Threshol Notificati
Status Name Event Action Creator History Device Edit Delete
ion d on
Alarm trig
_ ) gered, in
device re device re - _ _
Alarm Reboot 1 minutes sysadmin = =] [ i}
boot boot
>=1eve

nts

Total 1 10 /page

2. Create rules for an alarm.

Document Ye&r si on Copyri ®#dtktw Rock Technol ogi es, Il nc 52



Uni fied Manageidertr $Swustdem Moni tor device al

Create alarm
* Event Reboot
* Name device reboot

Description

- -

Threshold alarm triggered in| 1[5 minutes »= | 1[5 events
WeChat

Email
Mailbox sma@newrocktech.com

Phone

Action || Download log

Close

Description:

Event: select the event to trigger an alarm. Only the events with the highest severity level can
trigger alarms.
. Name: input a name for the alarm.
Description: Input description for the alarm. It is optional.
Threshold: the condition to trigger the alarm. For example: trigger an alarm if the reboot events take
place more than 2 time within a minute.

. WeChat: tick it and choose WeChat IDs to receive the alarm messages. But you need to add the
WeChat IDs on Monitor alarms > Alarms > Inform list page first.

Email: Tick it and choose Emails addresses to receive the alarm messages. Note: First, you need to
add the Emails address on Monitor alarms > Alarms > Inform list page, and set information for sending
Email box by clicking #°.
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LU & sysadmin @ W

Events settings

lgnore unknown events
Enable ‘Ignore unknown event
s, the system will not record a
nd monitor unknown events

Mail server settings

Address
mail.newrocktech.com:25

Account
sma@newrocktech.com

Password

Save

Enter the mail server for sendi

t K 2 yié\t and choose mobile phone numbers to receive the alarm messages. Note: First, you
need to add the mobile phone numbers to be chose on Monitor alarms > Alarms > Inform list page.

Action: Tick it, and the operation logs will be download upon an alarm is triggered.

3. Click Next, add devices for which the alarm rules are applicable.

You have four choices:

All device

Select by device group
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Monitor devi

Alarm device

Select | Select by group

devices
Device group
r [0 newrocktech (6) Rame
& [ Default (6) - MX120G
[0 Default (0) - IPPBX500
[ New devices (3) - OM50(test)
- IPPBX50
- MX8G
- hand

Select by device model

Select user-defined devices

Alarm device

Select | Select by list
devices

All devices Search

» O newrocktech (6)

[ Default (0) Rame
3 New devices (3) - MX120G
- IPPBX500
- OM50(test)
- IPPBX50
- MX8G
- hand

4. Click save.

Document Y&r si on

MAC
000EA9250209
000EA9658888
000EA93D1721
000EA93D8585
O0DEAS3A10DD

000EA93DOF4F

MAC
000EA9250200
O00EA9658588
000EA93D1721
O00EA93DB585
000EA93A10DD

000EA93DOF4F

Copyri ofNtkw Rock

Model

MX120G

OM500

OM50

OMS0

MXBG

OMS0

Model

MX120G

OMS00

OMS0

OMS0

MX8G

OMs30

Status

Offline

Online

Online

Online

Online

Online

Group
Default
Default
Default
Default
Default

Default

Total 6 = 10 /page

eck selected devices

Status

Offline

Online

Online

Online

Online

Online

Group

newrocktech
newrocktech
newrocktech
newrocktech
newrocktech

newrocktech

Total 6 10 /page

Technol ogi es,
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8.2 Monitor

1. Go to Monitor alarms > Monitor > Device view page, and tick the check boxes for the devices, to
enable the UMS to monitor these devices.

Monitor alarms - Monitor

Device view | = Event | B Alarms

All devices Search B Batch Refresh

[3 newrocktech (B8) _
Monitor alar

&5 Defautt (0) Name MAC Model status s Details
D New devices (3) - wxiz0 D 000EA0250200 MX120G Offline O

a prexso D O00EA9B58888 OM500 Online =

- OM50(test) 000EAQ3D1721 OMS50 Online @

- IPPBX50 O00EAQ3DB585 OM50 Online &

- MX8G O00EAQ3A10DD MXEG Online 0

- hand O00EAQ3DOFAF OM50 Online &

H

Total 6 10 /page

2. Click
PR & e

Details of monitor

to view alarms and events triggered by a specific device.

Alarms Event
1D MAC Alarm name Description Creation time Email WeChat Phone Confirm

Mo Data

Total D | 10/page

Close

3. D2 a2y A (2 Npal2fylARBAEIGIS (G2 GAS¢ [ ff S@Syda GNARIISN
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Monitor

Monitor alarms

MAC

ODOEA93DOF4F

000EA93D1721

4, D2 a2y A ( 2 NBal2fyIARDENINKV &S (0 2

Monitor alarms - Monitor

Enter MAC search
D MAC
z O00EA93D0O
F4F
. 000EAS93D0O
F4F

Document

Name

Ethernet Link Up

Ethernet Link Up

Alarm name

device reboot

device reboot

Y&r si on

= Device view | = Event | B Alarms

Description Level Creation time Details
Network connection succeed
ed alarm 2018-01-30 16:31:01
ed
Network connection succeed
i Red alarm 2018-01-30 15:16:32
e
Total 2 | 10 /page
GASg |ttt Ftl N¥ya
= Device view | 2 Event | &= Alarms
Creation ti Download |
Description Email WecChat Phone Confirm
me og
device reboot 2018-01-30
Mot sent Not sent
16:59:27
device reboot 2018-01-30 -
Failure Not sent Not sent
16:55:00
Total 2 = 10 /page
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8.3 Events

UMS can preset and monitor multiple events of devices.

These events are divided into three types based on the severity level, they are displayed with different
color from highest to lowest: red, yellow, and black.

By default, there are 27 events. You can also add, import or modify events.

Monitor alarms - Event

Name

Reboot

T1/E1 Link Down

T1/E1 Link Up

ISDN Down

ISDN Up

Endpoint Status

App Exit

Regster Fail

Register Ok

App Starup

Ethernet Link Up

Description

System reboot

T1/E1 physical link
down

T1/E1 physical link
up

ISDN signalling link
down

ISDN signalling link
up

Endpoint status cha
nged

App exited

Registration of IP tr
unk failed
Registration of IP tr
unk succeeded

Software reboot

Network connection
succeeded

8.4 Monitoring group

Event

Event=1

Event=2

Event=3

Eveni=4

Event=5

Event=6

Event=7

Event=10

Event=11

Event=12

Event=13

New

Level Edit

Red alarm

]

o)

Red alarm

&)

General alarm

Red alarm (#

General alarm L

o)

General alarm

&)

Red alarm

o]

Red alarm

&)

General alarm

Red alarm

o)

Red alarm (#

Export Import

Delete

@

i}

Navigate to Monitor Alarms, Monitor Groups, Monitor Groups are used for status monitoring and anomaly
detection of devices, support selecting and setting monitoring types by multiple devices.

Monitoring group information

J: P

Name B u
ription Name MAC Group Model Status tagi tag2 tag:
{none) 0DABSIF54626 Bt SiPzo0
mondoflype | X0 blocken {none) 0C383ESBES10 TR VB5
akamm linelockTimy 4 min) OMS0G (0DOEA93E001B Btik OMS0G
>
Type | Select by list Total 3 10 jpage n
A
Close
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8.5 Monitor website

Navigate to system settings> Big screen configuration, the Monitor Screen module is used to monitor the
device status, call concurrency and system resource utilization of the UMS system in real time. The
module provides visualized data display to help administrators quickly understand the system operation
status, equipment online, alarm information, etc., and improve monitoring efficiency and fault response
speed.

UMS system monitoring large screen
SIP statistics

lotal concurrent

10
© Important © Generally

IP statistics Peak call concurrency
recentiy24hour I 0 concurrent Out concarrent

Alarm list

PAN

Use ratio Device status

3

= F s B
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9 Roles and privileges

There are three types of account with different privilege:

Super Administrator: There is only one super administrator who have whole permission to control the
UMS. The account of the super administrator is sysadmin and it cannot be modified. The default
password is admin@123.

Administrators: They are created by the super administrator. Each one has the permission to manage
the devices of a specified domain.

. Users: They are created by the super administrator or administrators. A user created by the super
administrator may have permission to manager several domains while a user created by an administrator
only has permission to manage one domain. And the permission details of a user depends its role, which
are defined on Manage > Roles page.

9.1 Create administrators

Administrators are created by the super administrator. Each administrator has the whole permission to
manage the devices of a specific domain.

Go to Manage > User page, click New to create an administrator. Please choose Admin for User Type.
Account and password are used to login, the username is used for identification only.

Please enter user information

= Account newrocktest

*User name | newrocktest
*Password = eessssse

* Confirm sssssene
password

*User Type | Admin
*Domain | newrocktech

Mabile phone 18221042575

Contact newrocktest

Close
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9.2 Create users

Before creating users, you have to create roles which decide privilege details for users.
Do as follows:
1. Go to Manage > Roles to create roles, and tick the privilege for specific functions.

Note: All the privilege are less than that a super administrator or an administrator has.
Please enter role information

Name

newrockuser
Alias name
newrockuser
Permission
Device
Device list Configure Upgrade
Task
Monitor alarms

Manage

Device group Parameter Template Upgrade package
Operation log

Close

2. Go to Manage > Users to create users. Then choose a role for the user, and the device groups
the user will manage.

Document Ye&r si on Copyri ®#dtktw Rock Technol ogi es, I nc 61



Uni fied Manageidertr $Swustdem

Rol es and

Please enter user information

* Account

* User name

* Password

* Confirm
password

* User Type

* Role

Group

Mobile phone

Contact

useriest

usertest

User

newrockuser

3 newrocktech (6)

18222223333

smal

Close
9.3 User security settings
1. Go to Manage > Users page, click Y.
Manage - User
New
User na User Typ
Account Mobile phone Contact Role Group Edit Delete Security Locked
me e
. System a _sysadmi
sysadmin ) Default F; i} U
dmin n
newrockte newrockt newrockt newrockt _
18221042575 Admin _admin 4 o L] y
st est est ech
newrocku newrockt
usertest usertest 18222223333 sma User [ i} U o
ser ech
2. Click New, set the trusted IP addresses from which the user will log in to UMS. You may set

several I[P addresses for a user.

If you keep the trusted IP address empty, that means the user can log into UMS from any IP
addresses.
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Security settings

Trusted IP addresses for login egal IP address for login
New
Start IP addre End IP addres
Description Creation time Edit Delete
S5 s
No Data
Close

Enter the trusted IP addresses for login

o User-defined My IP address Any IP address

* Start IP ‘ 192.168.0.0
address |

EndIP 192.168.255.255
address

Description

Close

. User-defined: Input an IP address or an IP address range, for example x.x.x.0 means the range of
x.X.X.0 to x.x.x.255.

. My IP address: The IP address of the PC you log in to UMS will be added to the trusted address
automatically.

Any IP address: any IP address is a trusted IP address.

After three failed password login attempts, your IP address will be locked for an hour. You should request
the administrator to remove the IP address from the untrusted IP address list or change your PC’s IP
address, if you want to log in UMS within one hour.

Security settings

rusted IP addresses for login llegal IP address for login
IP Description Creation time Expire in Delete
Wrong password m 2018-01-30 17:28:2 2018-01-30 18:28:2
102.168.130.88 i
ore than three times 1 1

Close
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10 System settings

10.1 View system information

Go to System settings > System info to view system information.

& & sysadmn
Limit of managed devices: 100000
Expirafion date 2019-12-15

Domain name: https:/fums newrocktech com

Local IP zddress® 172 .31 8.95

Port: 443

Chesk for updates

License information: includes the limit of managed devices and expiration date. UMS has a free one
month trial. At the end of your free trial, a code will be prompted, which is used to apply for a valid license
from the seller. The new license need to be imported to UMS and need a reboot of UMS server to take
effect.

Server information: shows the domain name and IP address of the UMS server. You may modify
them.

System version: shows the version and allows you to upgrade UMS by clicking Check for updates.

B

10.2 Upgrade

If UMS can access Internet, perform upgrading on System settings > System info > System
version page.
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License information Import License

Limit of managed devices: 100000

Expiration date 2019-12-15

Server information Edit

Domain name: https://ums_newrockiech.com

Local IP address: 172.31.8.95

Port- 443

Systemversion Checkfor updates

Current version: 1.1.4rc75
New version: 1.1.4rc75

Version Info:fix bug

If UMS cannot access Internet, do as follows to upgrade:

1. Upload the upgrade package to the server, extract the package, and run the command below to
install it:

sudo ./upgrade.sh
2. Log in to UMS Web GUI to view the version information after upgrading.

UMS

“ English
. Username 2

Eg!ﬁ_éﬂgiﬁ Password a8

Unified Management System Remember me

New Rock Technologies, Inc. 2017. All rights reserved.

version of system component
Release: 1.1.2

web version:1.1.2
UMS version:1.1.2

umsdevice version:1.1.2
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10.3 Maintenance

Go to System settings > Maintenance page, you may clear history data by clicking =.

System settings - Maintenance

Device parameters
I Operation log [ Task
I Device upgrade
I Device status [ Device log

Storage space Occupied space

Backup configuration Device parameters 1024.00B

Enarndn nasbone Operation log 44 00KB
Task 0B
Device upgrade 3.00KB
Device status 50.00KB
Device log 76.00KB
Backup configuration 33.00KB
Upgrade package 31.90MB
Event history 8.00KB
Alarm history 0B

Backup Recaver

Delete

=]

5 8B 5 858 8 5 88 8 8

Click Backup to back up data to your PC or you can click Recover to recover the backed up data. Be

sure to recover cautiously because it will override the current data.

System settings - Maintenance

Device parameters Backup Recaover
I Operation log [ Task
M Device upgrade Storage space Occupied space Delete
I Device status [ Device log
Backup configuration Device parameters 1024.00B o
Enarndn nasbone Operation log 44 00KB o
Task 0B o
Device upgrade 3 00KB o
Device status 50.00KB o
Device log 76.00KB o
Backup configuration 33.00KB o
Upgrade package 31.90MB o
Event history 8 0DKB o
Alarm history 0B o
., Device information
. System configurations
., Base version information for upgrading
. Role information
., Parameter and parameter template information
., User accounts
. Security settings
., Domain information
., Events and rules of alarms
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