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OM1000-TE SIP-ISDN Gateway Series Overview

1 Overview

1.1 Product Introduction

The OM1000-TE SIP-ISDN trunking gateway (hereinafter the OM1000-TE) is a VolP
product series developed by New Rock Technologies Inc. It uses the SIP and T1/E1
interfaces for the inter-conversion of IP packets and PCM signals, allowing the
interworking of the IP-based new-generation voice network to legacy Public Switched

Telephone Network (PSTN), and the private branch exchange (PBX) of an enterprise.

As a carrier-class VolP gateway, the OM1000-TE is designed under the requirements of
telecom operators, integrators, value-added service providers as well as large and
medium-sized enterprises for VolP services. The OM1000-TE has distinctive advantages
over other similar products in terms of performance, system reliability, compatibility and
cost performance. In addition, the OM1000-TE has efficient software and hardware
architecture and powerful DSP processing capabilities, ensuring the realization of major
functions (including the conversion between PCM signals and IP packets, G.711 or G.729A
encoding and decoding of voice signal, and echo cancellation, etc.) even under full load

conditions.

By supporting the ISDN PRI. R2, D4. E&M Wink, E&M Immediate, Feature Group D
signalling, the OM1000-TE can control its calls with the PSTN or PBX. The call control

between the OM1000-TE and media gateway controller (softswitch) is carried out through
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Session Initiation Protocol (SIP). By now, the OM1000-TE has successfully passed the

interoperability test with various popular softswitch platforms and IP PBX products.

1.2 Features

The OM1000-TE has the following characteristics:

High performance

The OM1000-TE adopts the DSP chip with high powerful voice processing. Its DSP
daughter card ensures a 6000 MIPS processing capability for each gateway, enabling the
OM1000-TE to provide functions of voice signal processing (G.711, G722, G.729A, and

G.723.1), echo cancellation, and fax relay (T.38) under full load conditions (120 calls).
High security

To ensure security, the OM1000-TE supports SSH and HTTPS for remote access, and
provides functions including signaling and media stream encryption, automatic password

strength test, brute-force password cracking prevention, cipher text data storage, access

whitelist, and system log backup.

High reliability

The OM1000-TE provides Dual-LAN ports redundancy protection to ensure the calls
aren’t affected by local network failures, meanwhile, 1+1 AC/DC power supplies (optional)
can be equipped to meet with the requirement of customer for high reliability. In terms of
deployment, OM1000-TE provides a disaster recovery mechanism including the

registration and switching of primary and standby SIP servers.
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Remote Management and Maintainability

The New Rock Cloud client inside the OM1000-TE allows the OM1000-TE located behind
an enterprise NAT or firewall to be accessed across Internet securely. Real-time
monitoring, alarm notification, remote packet capture and software upgrades can be
performed with the New Rock Network Management System.In addition, it also supports

the third-party element management systems with TR-069.

Low cost and protect investment

How to reduce cost and investment risk is one of the major challenges a user faces when
choosing an IP-based new generation of voice device. In the lifetime cycle, the OM1000-
TE helps to follow the ongoing evolution of VolP technologies by software upgrading, and

it increases new functions and applications continuously in the same time.

It supports multiple protocols

The OM1000-TE supports different kinds of protocols including Session Initiation Protocol
(SIP), Real-time Transport Protocol (RTP), Trivial File Transfer Protocol (TFTP), File
Transfer Protocol (FTP), Hypertext Transfer Protocol (HTTP), Session Traversal Utilities for
NAT (STUN), Also, the OM1000-TE supports different technologies including ISDN PRI ,
R2, D4, E&M Wink, E&M Immediate, Feature Group D signalling, G.711, G.729A, or G.723.1
encoding and decoding, G.168 echo cancellation, Dual-Tone Multi-frequency (DTMF)

message transmission (RFC 2833), and fax relay (T.38).

High interoperability

By now, the OM1000-TE has successfully passed the interoperability test with various
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softswitch platforms and IP PBX products both in the domestic and overseas market.

1.3 Application Scenarios

With its robust signaling compatibility, the OM1000-TE not only supports mainstream
IMS/SIP and ISDN PRI interworking but also resolves legacy signaling integration
challenges for regional and industry-specific private networks. It is widely deployed in the

following scenarios:

1.3.1 Cross-Region Carrier Network Access (R2 Signaling Adaptation)

In regions such as Southeast Asia, South America, Eastern Europe, and Africa, many
operators' central office switches still utilize the R2 (CAS) in-band signaling standard. The

OM1000-TE supports standard R2 signaling protocols and can be deployed as an access

gateway in these areas:

U Scenario Description: An enterprise has deployed a modern IP-PBX or softswitch

system, but the local carrier only provides R2 trunk lines.

U Solution: The OM1000-TE connects to the carrier's PSTN via an E1 interface (R2
signaling) on one end and to the enterprise IP voice network via SIP protocol on the
other end. This enables seamless integration between legacy and modern networks,

protecting enterprise investments.

1.3.2 Interconnection with Industry-Specific Networks and Specialized
Communication Systems (E&M Signaling)

For dedicated communication networks in industries like power, petroleum, railways, and

aviation, as well as specialized systems such as satellite communications and radio
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stations, the OM1000-TE supports E&M Wink and E&M Immediate signaling.

u Scenario Description: Connecting two geographically dispersed traditional PBX
systems to form an enterprise private network, or integrating a radio intercom system

into an IP telephony system.

u Solution: Configure E&M signaling via the OM1000-TE's T1 interface to ensure
reliable transmission of audio and control signals, enabling tie line integration and
cross-system voice interworking.

1.3.3 North American Carrier Long-Distance Access (Feature Group D)

For the North American telecommunications market, the OM1000-TE supports Feature

Group D (FGD) standard access signaling.

u Scenario Description: Serves as an access gateway for long-distance offices or trunk

offices, handling calls originating from different local exchanges (End Office).

u Solution: Via FGD signaling, the OM1000-TE accurately transmits the calling party
number (ANI) and billing information. It enables users to select long-distance carriers
by dialing access codes, meeting North American telecom operators' interconnection

and billing requirements.
1.3.4 Financial Dedicated Lines & Emergency Hotlines (D4 PLAR)

In financial transactions, dispatch centers, or emergency assistance scenarios, timeliness
is critical. The OM1000-TE supports D4 PLAR (Private Line Automatic Ringdown)

dedicated line auto-ring mode.

u Scenario Description: Bank teller lines, elevator emergency phones, or taxi dispatch
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consoles.

a Solution: After configuring D4 PLAR mode, no dialing process is required. When one
user picks up the handset (Off-hook), the remote phone immediately rings,
establishing a point-to-point hotline connection with “pick-up-and-talk” capability.

This ensures millisecond-level transmission of critical commands.

1.4 Hardware Performances

1.4.1 Appearance

Figure 1-1 Front Panel

T T —

N (N e

é‘) ® ® ® ®
Table 1-1 Front Panel

# Mark Description
Pressing the RST button for less than three seconds: no action will be taken.

0] RST Pressing the RST button for more than three seconds: the factory settings
will be restored.

@ PWR

® STU Indicators for power supply, system status and alarm. See Table 1-2 for the
meaning of indicators.

@ ALM

® CON Configuration interface.
Specifies an RJ45 module interface.

® ETH Interfaces ETH1 and ETH2 share the same IP address for allowing access to
the external network. Dual-LAN redundancy is supported. See Table 1-
2(indicators) and Table 1-4(Pinouts of T1/E1 Module) for other details.
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# Mark Description
An RJ45 interface.

) AUX Interfaces AUX1 and AUX2 share the same IP address for local
management and configuration. See Table 1-2(indicators) and Table 1-
4(Pinouts of T1/E1 Module) for other details.

An RJ45 interface, in support of 1 T1/E1, 2 T1/E1, and 4 T1/E1. Each T1

T1/E1 interface supports the maximum 24 voice channels; each E1 interface
supports the maximum 30 voice channels. See Table 1-2(indicators) and
Table 1-4(Pinouts of T1/E1 Module) for other details.

® SD A SD card socket.

Table 1-2 Indicators

Mark | Function Status Description

PWR Steady green | The power supply is working.

(red, | Power Off No power supply.

gree Indication

n) Steady red The power supply is abnormal.

Off The device is locked.

STU L System is in a diaghostic mode and you can execute
Blinking red o . .

(red, | Status limited operation (e.g. Log in to system through Telnet)

gree | Indication Steady Red The device is starting.

" Blinking System is operating normall
green '} p g y

ALM Steady green | No alarms

(red, | Alarm Blinking red Device startup failure

gree Indication

n) Steady red Network failure or app exited
Steady green | The transmit speed is 1000M bit/s.

(right side)
Off The transmit speed is 10M bit/s or 100M bit/s.
(right side)
Interface Steady green | The link has been established but no service traffic is
ETH/ ;
transmitted.
aux | St (left side)
indicator

Blinking Service traffic is being transmitted on the link.
green (left
side)
Off The link is not established.
(left side)

T1/E | Interface Steady green | The connection works normally.

1(red | state Blinking red A remote alarm is generated.

Document Version 03
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Mark | Function Status Description

) indicator Steady red A local alarm is generated.
ree

g) Off No connection is established.

n

Table 1-3Pinouts of Ethernet Ports

Pinouts No. 1 2 3 6

Description TX+ TX- RX+ RX-

Table 1-4 Pinouts of T1/E1 Module

RJ45 Pinouts No. | 1 2 3 4 5 6 7 8

Description RX Ring | RX Tip NC TXRing | TX Tip NC NC NC

Figure 1-2 Back Panel (AC)

~100-240V; 50/80Hz; 1A Max

Table 1-5 Description of Back Panel

# Description
D - AC power socket, 100-240 VAC voltage input.
@ Ground pole.
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Figure 1-3 Back Panel (DC)

w
a

= -36V--72V:2 5A Max

Table 1-6 Description of Back Panel

# Description
- DC power socket, -36 to -72 VDC voltage input.
0)
E Ground pole.
@
1.4.2 CON Port

The OM1000-TE provides one configuration interface (CON) of RJ45 interface.

Table 1-7 Standard Table for Lead Wire of Pin at Configuration Port (CON)

Pin number of RJ45 plug | 1 2 3 4 5 6 7 8

Description NC NC TXD GND GND RXD NC NC

Pairing connection with
DB9 female plug

Pairing connection with
DB25 male plug

This configured interface is for local management and try out. The configured interface is
connected to the RS232 port on the PC, allowing the PC to establish the connection with
the OM1000-TE by configuring a terminal emulator. The configured interface of OM1000-
TE is in a 3-wire configuration: one TXD (data transmission terminal), one RXD (data

reception terminal), and one GND (ground terminal).

Please use a RJ45-RS232 serial cable for connecting the CON port on OM1000-TE side

and the RS232 port on PC side. This connection cable shall be purchased by user. If the
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connection is established between OM1000-TE and the mobile PC with no RS232 ports,
please use the cable together with USB to RS232 converter cable. Please see the figures

below for the two kinds of cables above.

Figure 1-4 RJ45-RS232 serial cable Figure 1-5 USB to RS232 serial cable

¥
2%

[

Table 1-8 Attributes of CON Port

Attributes Description
Connector RJ45
Interface count 1

Interface standard RS232
Baud rate 115200
Data bit 8

Parity No

Stop bit 1

Traffic control No

1.4.3 Technical Specifications

Table 1-9 Specifications

Items Description

Standard Specifications

Ethernet RJ45, 4x10/100/1000M Base-T, self-adaptive
E1/T1Interface 4pcs(Max. 120 simultaneous VolP calls)

SD Interface 1pc

CON Interface RJ45
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Items Description
System Memory 256MB
System Flash 32MB
Processor TI AM3352
DSP TI C5509

AC power supplies

~100 to 240V, 50/60Hz, 1A

DC power supplies

-36 to -72 VDC, 2.5A

Power Consumption

18 W (Max)

Size (HxWxD)

44x440x300 mm,1U height, suit for wide rack(19 inch) installation

Weight

net weight:3 kg gross weight(with box):5 kg

Environment Requirements

Operating Environment

0 to 40°C, Non-Condensing Humidity 10 to 90%

Storage Environment

-10 to 60°C, Non-Condensing Humidity 5 to 90%
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2 Installation Preparation

For avoidance of personal injury and device damage, please read this chapter carefully

before installation.

2.1 Safety Precautions

For your safety, please follow the precautions when OM1000-TE is installed and used.

Keep the site far from the heat and humidity;

Take precautions with use of high-voltage electricity;

Please let the experienced or trained operator to install and maintain OM1000-TE;
Wear static discharge wrist strap;

Ensure the proper electric ground of installed equipment;

Properly connect the power cable to OM1000-TE

Do not plug the power cable when in use;

UPS is advised.
2.2 Requirements of installation

2.2.1 Temperature and Humidity

Check the temperature and humidity of equipment room to ensure the normal operation
and long service life of the gateway, the temperature and humidity in the room should be
kept at the proper range.

The humidity in the equipment room should be kept between 10% and 90% (non-
condensing).

Long term high humidity may lead to bad insulation and even cause electricity leakage,
and it may cause metal corrosion, too.

Low humidity is likely to leave captive screws to loose due to static electricity built up
and the insulation washer shrunk.
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The temperature in the equipment room should be kept between 0°C and 40°C.
High temperature acceralets aging of electrical parts and insulation materials.

Low temperature, however, may destabilize the operation of gateway.
2.2.2 Cleanliness and Ventilation

Dust is very harmful to the safe operation of the gateway. Dust that is adsorbed by static
electricity acts as insulator may cause poor contact between metal components and
contacts, which not only affects the service life of the gateway but also leads to
communication failure. Therefore, the room for the gateway must be kept clean.

In addition, keep at least 5cm clearance at the air intake and air exhaust vent of the
gateway to ensure perfect ventilation for heat dissipation. The rack for OM1000-TE also
must with good ventilation system.

2.2.3 Power Supplier

Check whether the voltage of the power supply system is stable or not, and whether the
power rate can meet with the requirement or not.

The speficiation of OM1000-TE power supply:100V~240V(AC),50~60Hz,1A, or -36V~-
72V(DC),2.5A.

2.2.4 Grounding

For AC power supply system

When the installation site without independent grounding system, the AC power supply
system must ensure:

The AC power outlet has a protection ground contact.
The ground contact of AC supplier must be grounded properly.

Avoid sharing the multi-outlet power strip with other devices that may generate
electrical interference.

In an installation equipment room that can provide indepedent grounding, the specialized
ground terminal which provided by OM1000-TE shall be connected reliably with the
independent grounding system in the equipment room. And this can not only ensure the
safety of equipment during operation, but also can avoid the voice quality being disturbed
by the environment.

For DC power supply system

The DC power working ground (the positive pole of the -48V DC power supply or negative
pole of the 24V DC power supply) of the communications site should be connected with
the indoor collective grounding cables nearby, and the grounding cables should meet the
requirement for the maximum load of the equipment.
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The power supply equipment of the communications site should be connected with from
the collective ground cable in the communications building (or from the protection
grounding bar of the equipment) to the DC working ground cable.

2.2.5 Electromagnetic Environment

Any possible interference source, wherever it is from, impacts the gateway negatively. In
order to improve the ability of resist the interference and lightning protection of the
gateway, make sure that:

Keeping the gateway far from high power wireless radio station, radar station, and
high-frequency large current devices.

The gateway is capable for 2nd class of lightning protection on wires and cables, if
there is outdoor wire, then it must adopts 1st class of lighten protection.

The power supply system should be used independently as much as possible and
effective measures of preventing electric grid from interference should be adopted.

Ensure a good power grounding effect of equipment or add a lightning protector.

2.2.6 Other Facilities

Rack

OM1000-TE requires an installation site with good air-flow system to cool down the
gateway, and should be firm enough to support the weight of the gateway. It is also
recommended the rack is earth grounded properly.

PSTN Line

Be sure to subscribe PSTN lines from local telephone company and activate the lines
prior to the installation.

IP Network

The gateway is connected to IP network through its 10/100/1000M Standard Ethernet
port and communicate with other equipments through the network. Check IP network
on the site, including route, Ethernet switch installation, cable wiring, etc to make sure
the gateway can be connected to the IP network properly.

AC Power Qutlets

When supply AC to the gateway by using power supply socket outlet nearby, verify
that each socket outlet is equipped with protective earth contact and ensure the
reliable grounding for the protection point of the power supply in the building.
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2.3 Opening Inspection

After the completion of installation preparation, you should open the box for inspection.
Make sure the gateway and all in-box accessories match the description below.

An OM1000-TE with basic configuration should include components as shown in following
table.

Table 2-1 Standard Configuration

Specification & Type Quantity
Gateway 1
19-inch Rack Mounting 1

Kits

T1/E1 Cable 1/2/4

Power Cord (AC) or Plug-in | 1 0or 2

Wiring Terminal (DC) Note: 2 for dual power supplies
Grounding Cable 1
Installation Guidelines 1

A Y

Note

The package list is only for reference. Changes may be made according to actual condition
by us. The detailed inclusions are on the shipping list enclosed in the device package.
Please contact your supplier if you have any question or any mistake.
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3 Installation

3.1 Main Tools and Meters for Installation

Screwdriver

Antistatic wrist strap

Ethernet and console port cables

Power cable

HUB, telephone set, fax machine or PBX

Terminals (a PC with super terminal simulating program can be used)

Multimeter

3.2 Install the Gateway to the Standard Rack

The OM1000-TE series chassis are designed to be mounted on a standard 19-inch rack,
and each gateway occupies 1U height in the 19-inch standard rack.

3.2.1 Attaching the Brackets

Place the OM1000-TE series chassis on the workbench, take two L-shape rack mounting
brackets and screws, install the brackets at the left and right sides of the equipment by
screws.

Note: The L-shape brackets are used to secure the gateway to the rack. The brackets
cannot support the weight of the equipment alone. Therefore, a supporting shelf must be
installed in place to support the gateway.

Figure 3-1 Installation of L-shape Brackets
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3.2.2 Mounting the Gateway

Following attentions should be paid during the installation:
Ensure that the rack is stable and firmly attached to the ground.
Ensure the rack with good ventilation and heat dissipation.

If multiple gateways are installed in a standard rack, it is recommended to keep enough
space between gateways for heat dissipation.

Follow the steps to install the gateway:

Place the gateway on a shelf in the rack, and the gateway must locates in the middle
and with right direction.

Slide it to a proper position along the guide rails, adjust location of gateway to align
the fixing holes on the L-shape brackets with the locating holes on the rack or fixing
vertical beam of the rack.

Fix the L-shape brackets to the fixing vertical beam on the both sides of the rack by
supplied screws.

Figure 3-2 Mount Gateway to Rack

3.3 Connecting Cables

3.3.1 Connecting Console (CON) Port Cables

A CON should be provided by OM1000-TE to check errors of the device. Connect the CON
with computer’s RS232 serial ports, then local computers can interwork with the device
through simulating terminal program.

RJ45 Plug is used to connect with the CON cable to connect with one of the CON port of
the gateway, and another port is applied for DB9 Adapter to insert serial ports of
configuration terminal. CON Ratio: 115200.

Console Port cable installation procedure is as following:
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Stepl Choose a terminal (PC).

Step2 Power off the terminal and connect RS232 port with the Console port(CON) of the
gateway by the Console port cable.

Figure 3-3 Cable of Connecting CON

| & EOQ0oD Boon -~

= g

3.3.2 Connecting the Ethernet Cable

e
T
h

The OM1000-TE has the dual-network-interface redundancy function. When one of the
network interfaces is disconnected or does not work well, traffic services can be switched
seamlessly to the other one.

The OM1000-TE has two service interfaces, namely ETH1 and ETH2. These two interfaces
need to be connected to the same HUB, LAN, or WAN. Only one of them works at a time.
After Ethernet cables are inserted, check the indicator state of the interface that is
connected first. If the indicator is steady green or blinking green, it indicates that the
connection is established properly.

The OM1000-TE has two auxiliary interfaces, namely AUX1 and AUX2. In most cases, no
connection is required.

3.3.3 Connecting the T1/E1 Cable

T1/E1 terminal of OM1000-TE provides ISDN port for connection with PBX or PSTN.

Plug one end of the T1/E1 cable into the T1/E1 port of OM1000-TE, and plug another end
into the PBX or the digital port of the PSTN, if it is RJ45 port, then the order of wire shall
be adjusted, if it uses coax cable, then follow the figure to make the connection.

Document Version 03 Copyright ©° New Rock Technologies, Inc 18



OM1000-TE SIP-ISDN Gateway Series Installation

Figure 3-4 Connecting the T1/E1 Cable
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Adapter
T1/E1 120-o0hm balanced cable R
BNC(M) Connector Ry
75-0hm coaxial cable
length depend on your requirement) 1
Tx
ouT - |
ax -
IN | - > = Rx
* DDF patch panel
Q‘
Note

The T1/E1 ports are numbered 1 to 4 from left to right. If the hardware configuration is 1
T1/E1, insert one end of the T1/E1 cable to the leftmost T1/E1 port on the OM1000-TE.

3.3.4 Connecting the Grounding Cable

When install in equipment room facility providing independent grounding, it is required
to connect the chassis ground tab on OM1000-TE with the protective grounding system
in this environment. Proper grounding not only provides a guarantee for safe operation of
the equipment but also enhances the capacity of the equipment to resist disturbance and
ensures the quality of voice communication.

The OM1000-TE series main chassis and expansion chassis are equipped with a M4
grounding screw with a mark in their backs. Please use the M4 screw to connect the
grounding wire.

3.3.5 Connecting the Power Cord

Before connect the power cord, we suggest to use the 3-core power socket with neutral
point connector or multi-function micro power socket, and make sure that the grounding
point is proper grounded.

S

Note
o Please contact the gateway supplier if the power LED does not light up after the power is

turned on. Please contact with the Customer Service Center and never install and uninstall
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the gateway or plug and unplug any cable on the gateway when the power is turned on.

The steps to connect AC power cord is as following:
Step 1: Turn off the switch of AC power outlet.

Step 2: connect one end of the shipped power cord to the AC power inlet at rear of the
chassis and plug another end of AC power cord into the 220V power supply outlet.

Follow the steps to connect DC power cord:
Step 1: Turn off the switch of DC power outlet.

Step 2: Insert DC power cords to the hole of the socket shipped with the OM1000-TE and
fasten the cables (notice the positive and negative). Then insert the socket to the device
and fasten it.

3.3.6 Verifying Installation

Installation verification is extremely important, because operations of the gateway
depend on its stability, grounding, and power supply.

Each time you turn on the power during the installation, verify that:

Enough clearance has been reserved around the ventilation openings of the gateway
and the workbench/rack is stable enough.

The protection ground is connected properly.
Proper power supply which connect with power cord is used as specified.

The gateway is correctly connected to console terminal and other devices.
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4 Powering up the Gateway

4.1 Verification before Power-up

4.1.1 Checking Appearance

This is a review process of the installation work, including the chassis, wiring, connectors,
ports, labels and site as described in the subsections.

Gateway

Check whether there is adequate clearance around the gateway for thermal, and
whether the workbench or rack for the mounting of the gateway is firm enough.

Check whether the gateway is correctly connected to the configuration terminal and
other devices.

Cable

Check whether the Ethernet cable, the T1/E1 cables are connected properly.

Check whether the grounding cable is connected properly.

Check whether the power cord is connected to the proper power supply as required.
Port and Connector

Check whether the ports and connectors are secured.
Equipment Room

Check whether the temperature and humidity in the equipment room are within the
proper range. The humidity should be kept at 10% to 90%(non-condensing) and the
temperature should be kept at 0-4°C.

4.1.2 Checking Power Supply

Check whether the power supply is in normal operation with a multimeter.

4.2 Powering up the Gateway

Turn on the power switch. Check whether the status of PWR LED is green, and if it is, then
the gateway is powered properly.
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5 Function Introduction

5.1 Login

Enter the gateway IP address in the browser address bar (For example, the default IP
address 192.168.2.240), you can enter the login interface for gateway configuration by
entering a password on the login interface.

Figure 5-1 Login Interface for OM1000-TE Gateway Configuration

i EN

OM1000 SIP-ISDN Gateway

N=EW ROCK

Both Chinese and English Languages are provided for the Web interface.

Login users are classified into administrator and operator. The default passwords are
OM1000-TE (lowercase letters required) and operator. The password is shown in a cipher
for safety.

The administrator can browse and modify all configuration parameters, and modify
login passwords.

The operator can browse and modify part of configuration parameters.
The gateways allow multiple users to log in:

The administrator has permission for modification and the operator only has
permission for browsing;

When multiple users with same level of permission log in, the first has permission for
modification, while the others only have permission for browsing.

. The system will confirm timeout if users do not conduct any operation within 10 minutes
after login. They are required to log in again for continuing operations.

. Remember to change administrator password at your first login.

Document Version 03 Copyright © New Rock Technologies, Inc 22



OM1000-TE SIP-ISDN Gateway Series Function Introduction

. The device is only allowed to access using HTTPS. For example, when using IE Explorer,
since the factory default certificate is used a prompt like "There is a problem with this
website's security certificate” may occur. Click Continue to this website to access the login

page.

5.2 Buttons Used on Gateway Management Interface

Save buttons are at the bottom of the configuration screens. It is used to submit
configuration information. Users click Save button after completion of parameter
configuration on a page. A success prompt will appear if configuration information is
accepted by the system:; if a “The configuration takes effect after the system is restarted”
dialog box appears, it means that the parameters are valid only after a system restart; you
are adviced to click the Reboot button on the top right corner to enable the configuration
after changing all parameters to be modified.

5.3 Basic Configuration

5.3.1 Network Configuration
Click Basic > Network to open the configuration interface.
Figure 5-2 Network Configuration Interface

Basic Trunk Routing Advanced Security Call Status Logs Tools
Status  Network System SIP Trunkgroup DSiconfiguration FolP  Alarms

Host name @

STUN ® Enable Disable

@ SIP re-registration SIP re-registration & NAT address updating
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Table 5-1 Network Configuration configuration table

Name

Description

Host name

This is the equipment name of a configuration gateway. The default value is
OM1000-TE. Users can set a different name for each gateway to distinguish
from each other according to the deployment plan.

A host name can be a maximum of 48 characters, either letters (A-Z or a-z),
numbers (0-9) and minus sign (-). It may not be null or space and it must start
with a letter.And minus sign(-) isn’t allowed to be used as ending.

IPVé6

The gateway now supports the IPvé6 network protocol. Enabling this option
provides more efficient address allocation and network communication
performance.

ETH

Setup

Methods for obtaining an IP address.

, Static IP address: static IP address is used;

. Obtain an IP address automatically: use the dynamic host configuration
protocol (DHCP) to obtain IP addresses and other network parameters;

, PPPoE: PPPoE service is used.

IP address

The IP address of the gateway. If “Static IP” is selected, this address can be
specified manually. If the gateways obtain an IP address automatically, then
this IP address cannot be specified manually, but when it was failed to obtain
the IP address manually, the gateway will adopt the exist Static IP address.

Subnet mask

The subnet mask is used with an IP address. When the gateway uses a static IP
address, this parameter must be entered; when an IP address is automatically
obtained through DHCP, the system will display the subnet mask automatically
obtained by DHCP.

Default gateway

The IP address of LAN gateway. When the gateway obtains an IP address
through DHCP, the system will display the LAN gateway address automatically
obtained through DHCP. It has no default value.

DNS server

Obtained automatically: When the connection mode is "DHCP" or "PPPoE", the
device uses the automatically obtained IP address of the DNS server. This only
can be selected when the network connection configuration is “Obtain IP
address automatically” or “PPPoE”.

Specified manually: Use the DNS server addresses specified manually.

Primary DNS
Server

If Specified manually is selected, the network IP address of the Primary DNS
server must be entered.

Secondary  DNS
Server

If Specified manually is selected, the network IP address of the Secondary DNS
server can be entered, and this is optional.
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Name Description
AUX
., Switching port: AUX and ETH ports are switching ports. The two ports share
g the IP address of ETH port. This mode is the factory default.
Mode
. LAN port (with independent IP address): In this mode, you can configure an
IP address for AUX port.
IP address The IP address used by an AUX interface to access the network gateway, which
must be in different network segment with the IP address of the ETH interface.
Netmask The subnet mask is used with an IP address. When the gateways use a IP address
of AUX, this parameter must be entered.

5.3.2 IPv6 Networks

The voice gateway now supports the IPvé network protocol. Enabling IPvé will provide

more efficient address allocation and network communication performance. Before

configuration, ensure the “Enable IPvé Network” option is selected.

Figure 5-3 IPV6 configuration interface

IPv6 config Enabled

Setup Static IP address v
IPv6 Address

Prefix length 0

Default gateway

Primary DNS server

Secondary DNS server

Table 5-2 IPV6 Configuration configuration table

Item Definition

IPv6 Configuration | Display the current enable status of the IPv6 protocol.

Connection Select the method for obtaining an IPvé address:

Method @ Static IP Address: Manually configure a static IPvé address, prefix
length, gateway, and DNS.

@ Stateful DHCPvé6: Automatically obtain an IPv6 address and network
parameters via a DHCPv6 server.

@ Stateless Address Autoconfiguration (SLAAC): Automatically
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generate addresses via Router Advertisements (RA) without requiring
DHCP server state management.

IP Address When the connection type is “Fixed IP Address,” enter the device's IPv6
address here.

Prefix Length The prefix length of an IPvé address.

Default Gateway The gateway address for the IPvé network.

Primary/Secondary | Configure the DNS server address for IPvé6.
DNS

5.3.3 STUN (RFC3489)

Go to Basic > Network, and set to obtain the public IP address of the front-end router by
using the STUN function.

Figure 5-4 STUN configuration interface

EL Trunk Routing Advanced Security Call Status Logs Tools

Status Network System SIP  Trunk group DS1configuration FolP  Alarms

FHITKALY LIND Server

Secondary DNS server

AUX
Mode Switching port ~

STUN
STUN @ Enable O Disable
Server IP address / Name
Server port

|| Session interval s (Range: 30 - 65535)

Operations ® SIP re-registration O SIP re-registration & NAT address updating
Enable O v

Save

Table 5-3 STUN Parameters

Item Description

STUN After opened the STUN, the device periodically sends a STUN request
to the STUN server to obtain the public IP address for the front-end
router.

Server IP address | Set the IP address or domain name of the STUN server.
/ Name
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Item

Description

Server port

Set the port of STUN server. It is 3478 by default.

Session interval

The interval at which the device sends a STUN request ranges from
30 to 3600 seconds. It is 60 seconds by default.

Operations

., SIP re-registration: A re-registration of the SIP trunk is triggered
upon the detection of the change of the public IP address of the
device by using STUN query. Normally, the session interval of STUN
request should be shorter than the registration period to discover
the modification of external address of the router and re-
registration timely.

Note: The Via, CONTACT and SDP C field are still the address of the
gateway itself and it won’t be replaced with the public IP address in
the STUN response message.

SIP re-registration & NAT address updating: A re-registration of the
SIP trunk is triggered upon the detection of the change of the
public IP address of the device by using STUN query. And the IP
address obtained through STUN is used in SIP message fields such
as Via and Contact and SDP C field.

5.3.4 System Configuration

Click Basic > System tab to open the system configuration interface.

Figure 5-5 System Configuration Interface

Trunk

Basic
Status Network System SIP  Tunkgroup DS1configuration FolP  Alarms

Routing

Advanced Security Call Status Tools

Logs

Off-hook timer
Interdigit timer

Complete entry timer

Codec

DTMF transmission method
RFC 2833 payload type
DTMF tone duration @@
DTMF interdigit pause (g

Min. DTMF detection duration (g
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12 s (Range: 2 - 60, Default: 15)
12 s (Range: 2 - 60, Default: 5)
3 s (Range: 1 - 10, Default: 2)
Disabled codecs , Enabled codecs ,
GSM/20 G.729A/20
G.722/20 -_> G.711U/20

. G.723/30

G.711A/20

iLBC/30
v v

RFC 2833 v
101 Range: 96 to 127, Default: 101 @
100 ms (Range: 50 - 150, Default: 100)
100 ms (Range: 50 - 150, Default: 100)
48 ms (The range must be 32 to 96 in multiples of 16)
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Table 5-4 System Configuration Parameters

Name

Description

Off-hook timer

If a subscriber does not dial any digit within the specified time by this parameter
after off-hook, the gateway will consider the subscriber to give up this call and
prompt to hang up with a busy tone.

Unit: Seconds; Default value: 15 seconds.

Interdigit timer

The maximum time interval to dial the next digit.
After timeout, the gateways will call out with the collected number.
Unit: Seconds; Default value: 5 seconds.

Complete entry
timer

Unit: Seconds; Default value: 2 seconds.

This parameter is used with the "x.T" rule set in dialing rules. For example, there
is "021.T" in the dialing rules table. When a subscriber has dialed 021 and has
not dialed the next number within a set time by this parameter (e.g., 5 seconds),
the gateways will consider that the subscriber has ended dial-up and call out
the dialed number 021.

Codec

Codecs methods supported by the gateways include G729A/20, G723/30,
PCMU/20, PCMA/20, iLBC/30 and GSM/20.

Several encoding methods can configure in this item at the same time,
separated with “,” in the middle; the gateways will negotiate with the platform
in the order from front to back when configuring the codec methods

DTMF
transmission
method

Transmission modes of DTMF signal supported by the gateways include RFC
2833, Audio and SIP INFO. The default value is Audio.

., Audio: DTMF signal is transmitted to the platform with sessions;

., SIP INFO: Separate DTMF signal from sessions and transmit it to the platform
in the form of SIP INFO messages;

, RFC 2833 + SIP INFO: DTMF signal is transmitted simultaneously via RFC 2833
and SIP INFO.

RFC 2833
payload type

Used with RFC 2833 in the DTMF transmission modes. The default value of 2833
payload type is 101. The effective range available: 96-127. This parameter
should match the setting of the 2833 packet which supported by the far-end
device (e.g. soft switch platform).

DTMF tone
duration

This parameter sets the on time (in ms) of DTMF signal sent from FXO port. The
default value is 100ms. Generally, the duration time should be set in the range
of 80-150ms.

DTMEF interdigit

This parameter sets the off time (ms) of DTMF signal sent from FXO port. The

pause default value is 100ms. Generally, the interval time should be set in the range of
80-150ms.

Min. DTMF Minimum duration time of effective DTMF signal. Its effective range is 32-96ms
detection and the default value is 48ms. The greater the value is set, the more stringent
threshold the detection is.

Table 5-5 Codec Methods Supported by Gateway
Codec Supported Bit Rate (Kbit/s) Time Intervals of RTP Package Sending (ms)
G729A 8 10/20/30/40
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Codec Supported Bit Rate (Kbit/s) Time Intervals of RTP Package Sending (ms)
PCMU/PCMA 64 10/20/30/40

G.722 64 20

G723 5.3/6.3 30/60

iLBC 13.3/15.2 20/30

GSM 13 20

5.3.5 SIP Configuration

Click Basic> SIP tab to open the SIP configuration interface.

Figure 5-6 SIP Configuration Interace

Basic
Status

Trunk
Network  System

Local signaling port

1Pvé
Registrar server
Proxy server

Backup SIP proxy

Primary server heartbeat
detection

Subdomain name
SIP Registrar mode
ISDN

User name
Authentication name

Registrar password

Registration expiration

TLS & SRTP

TLS server

Only Accept Trusted
Certificates

TLS backup server

SRTP mode

Routing
SIP Trunk group  DS1 configuration

Advanced Security Call Status Tools

FolP

Logs

Alarms

5060 (Range: 1 - 9999, Default: 5060)

O Enable ® Disable

localhost:5060 e.g. 168.33.134.51:5000 or www.sipproxy.com:5000

e.g. 168.33.134.53:5000

Per gateway

Disable

600 s

RTP only (fallback to SRTP fori v

Table 5-6 SIP Configuration Parameters

Name

Description

Local signaling
port

Configure the UDP port for transmitting and receiving SIP messages, with its
default value 5060.If the OM1000-TE is connected directly to the Internet, it's
recommended to change the default port value to prevent hacker attacks.

Note: The signaling port number can be set in the range of 1-9999, but cannot
conflict with the other port numbers used by the equipment.
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Name

Description

IPvé

Enable or diable the IPv6 Function.

Register server

Configure the address and port number of SIP register server, and the address
and port number are separated by “:”. The register server address can be an IP
address or a domain name. For example: 201.30.170.38:5060,

register.com:5060. When a domain name is used, it is required to activate DNS
service and configure DNS server parameters on the page of “Basic>Network”.

Proxy server

Configure the IP address and port number of SIP proxy server, and the address
and port number are separated by “:”. The proxy server address can be set to an
IP address or a domain name according to the requirement of the user. When a
domain name is used, it is required to activate DNS service and configure DNS
server parameters on the page of configuring network parameters. Examples of
complete and effective configuration: 201.30.170.38:5060, softswitch.com:5060.

Backup SIP proxy
server

Configure the IP address of backup SIP proxy server for disaster recovery.

Primary server
heartbeat
detection

Select the check box to enable and set the parameter OPTIONS request period,
the device detects the condition of the proxy server (primary server) by
periodically sends OPTIONS request to it.

If the gateway does not receive the response from the primary server, then the
connection to the primary server is broken, it will switchover to the backup
proxy server.

When the connection to the primary server recovered, then it will switch back to
the primary server once the response to the OPTIONS request is received.

Subdomain name

This domain name will be used in INVITE messages. If it is not set here, the
gateways will use the IP address or domain name of the proxy server as the
user-agent domain name.

Suggestion: Don’t set it to a LAN IP address.

Registrar mode

. Per gateway: authenticate and register per gateway.

, Per SIP trunk: authenticate and register per SIP trunk provided by IMS
platform. After this mode is selected and saved, a page of SIP Repeater is
available under Basic sub-menu for configuring SIP trunk details.

User name

Configure the user name as part of the account for registration.

Authentication

Configure the user name as part of the account for authentication.

name
Registrar Password as part of account information is used for soft switch authentication. It
password can be digit or character and case-sensitive.

Registration

Valid time of SIP re-registration in second. Its default value 3600.

expiration
The device supports the ability to encrypt SIP protocol signaling by TLS to ensure
TLS&SRTP the safety of Sip singalling. And it also supports SRTP to ensure the transmission
of encrypted audio RTP data stream during the call.
TLS server Set to the address of a softswitch or IMS platform that supports TLS. The TLS

License can be uploaded on: Advanced>License.
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certificates

Name Description
Only accept If selected, then the gateway will only accept the trusted TLS License.
trusted

TLS backup Set to the address of the TLS backup server for disaster recovery.
server
SRTP mode Set to one of the following 6 negotiation modes:

, Prefer RTP (negotiation with RTP only): RTP negotiation is used for outgoing
calls, if the opposite device only supports SRTP, then can’t estabilish the calls.

When incoming calls, if the opposite device supports RTP and SRTP, then use
RTP first, if the opposite device only supports SRTP, then SRTP can be used as
well.

. Prefer SRTP (negotiation with SRTP only): SRTP negotiation is used for
outgoing calls, if the opposite device only supports RTP, then can’t estabilish
the calls.

When incoming calls, if the opposite device supports RTP and SRTP, then use
SRTP first, if the opposite device only supports RTP, then RTP can be used as
well.

. Prefer RTP (negotiation with both RTP and SRTP): both RTP and SRTP
negotiations are supported for outgoing calls, RTP negotiation is preferred for
incoming calls when the opposite device supports both RTP and SRTP, and if
the opposite only supports SRTP, then SRTP can be used as well.

. Prefer SRTP (negotiation with both RTP and SRTP): both RTP and SRTP
negotiation are supported for outgoing calls, SRTP negotiation is preferred for
incoming calls when the opposite device supports both RTP and SRTP, and if
the opposite only supports RTP, then RTP can be used as well.

., Disable: Disable SRTP, support only RTP
, Mandatory: SRTP

5.3.6 Trunk Group

Click “Basic > Trunk Group” to open the configuration interface. Click the Add button to

create a new direct relay group.

Document Version 03

Copyright © New Rock Technologies, Inc 31




OM1000-TE SIP-ISDN Gateway Series Function Introduction

Figure 5-7 Trunk Group Configuration Interace

Basic Trunk Routing Advanced Security Call Status Logs Tools

Status Network System SIP  Trunk group DS1configuration FolP  Alarms

Delete | Add SIP trunk config trunk group, Need to start first Registrar OPTIONS

Group call

0 Number LT
restriction

Routing Serverl Server2 Server3 Edit ‘

No data

——
« G

Basic Trunk Routing Advanced Security Call Status Logs Tools

Status Network System SIP  Trunk group DS1configuration FolP  Alarms

' Go back

Number 1

Group call restriction ® unlimited O Group call restrictions
Routing @ Round-robin hunting O Sequential hunting
Server Server address Call restriction Standby server Primary server
Serverl
Server2
Server3
Server4
Server5
Serverb
Server7
Serverg
Serverd v

Table 5-7 Trunk Group Configuration Parameters

Item Definition

Number Unique identifier ID for the relay group.

Group Call The maximum number of concurrent calls for the entire trunk group.
Restrictions @ Unlimited: No limit on concurrent calls.

® Group call limit: Manually enter the maximum allowed number of
concurrent calls.

Routing Determines how to select a line from the server list when making a call.
®Round Robin: Cyclically selects servers (A->B—C—A...), achieving load
balancing.

@ Sequential Selection: Prioritizes servers listed earlier; if busy or unavailable,
proceeds to the next one.

Server List Multiple servers (Server 1-8) can be configured, each containing the
Configuration following settings:

@ Server Address: The IP address or domain name of the SIP server.
® Call Limit: The concurrent call limit per server.

® Primary/Backup Server: Check to designate whether this address is used

as primary or backup (for disaster recovery failover).
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5.3.7 DS1Configuration

When fully configured, the OM1000-TE includes one 4T1/E1 card with four interfaces

numbered 1 through 4 from left to right, designated as TDM1 to TDMA4. Users should

configure parameters only for the interfaces they utilize. Each interface shares identical

parameter settings, allowing users to customize configurations for different applications.

The following explanation uses TDM1 as an example.

Click “Basic > DS1 Configuration” to open the configuration interface.

Figure 5-8 DS1 Configuration Interace

Table 5-8 DS1 Configuration Parameters

Item Definition
DS1 Type Select the standard type for the digital trunk interface.
® E1: European standard (30 voice channels).
® T1: North American standard (24 voice channels).
PCM Codec Select the audio quantization encoding method.

®ALaw

Q®ulLaw

Synchronization

Set the clock synchronization source.

Method ® TDM 1/2: Synchronize the clock with the peer device connected to the first or
second TDM interface.
® Local: Indicates the use of the device's local clock source.

T1 Capability Available only in T1 mode.

Settings |
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